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a SIEMENS’ PATENT DYNAMO-ELECTRIC MACHINES, LAMPs, CARBONS, 


RON & PATERNOSTER ROW, EC, 


JOHNSON & PHILLIPS, 


TELEGRAPH ENGINEERS, ELECTRICIANS, & CONTRACTORS, 
OFFICE? 16, UNION COURT, OLD BROAD STREET, LONDON, E.C. 
“WORKS. VICTORIA ROAD, CHARLTON, LONDON, SE. 


rotor of all Telegraph Appliances, Materials, and Machinery for Making‘ and 
laying Submarine Cables, and Contractors for Underground & Aerial Telegraphs. 


| + Zron Telegraph Buoys, Grapuels, both Patent and Ordinary ; Centipedes, Creepers, Mushrooms, Stukers, Cable 


Tanks, Picking-up and Paying-out Mathinery, Dynamometers, Bow and Stern Gear, Steam and Hand 
Hauling urs, Kope and Chain Fittings, Cable Drums, Splicing and Fdinting T vois, es, Fe. 
Machine M and Constructed for the (Complete Ecuipment of Felepresh Cable Factories and 
Vessels. re Testing Machines for Tension, Elongation, and Torsion. Special Wire Sounding 

Machines for Shaliow-and Deep Water. 
All Apparatus and Material used in the Construction and Maintenance of LAND LINES, viz. : 


INGULATORS—Yokason & Phillips s Patent Fluid Insulators, and all kinds of the ordinary form. 


Ra as eslinte 2 Makers of Higgins’ Patent Bichromate Batteries, and all the ordinary forms. Contractors for the supply of Zinc 
aud Carbon Battery Pilates of special À ie 
POLES-Wrought Iron or Composite Poles of various ki 


MAKERS OF SPECIAL UNDERGROUND TorPEpo AND Fretp CABLES, WITH SINGLE OR CORES, 
Ingulated Copper Wires, Strand and Ropes, taped or braided, for Electric Lighting purposes, also Oarboh Rods. 
ESTIMATES GIVEN FOR COMPLETE SYSTEMS'OF ELECTRIC LIGHTING. 


IES BRECTED, TESTED AND MAINTAINED. 


LIGHT. 
‘SIEMENS BROTHERS, 


‘TELEGRAPH ENGINEERS, 


MANUFACTURERS OF 


and ell APPARATUS wecessany tux Execrarc Licht ror LIGHTING Raruwar 
Srarions, Wuakvis, Docas, Licutuovsrs, S#ips, FACTORIES, Weavine Suabs, Yaros, &c, | 


Manufacturers of Submarine Cables, Materials for  Overgrownd Lines, fron Telegraph Posts, Insulators, 


Mine ‘epladers and Télepruph Apparatus of ail hinds. 
ying Cable for he ation of Laud Lines, 


GATE. STER. 
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AVERAGE WEEKLY DELIVERY 
| (Ineluding Continental) 
| OVER TWENTY ENGINES. 
1906 ALREADY DELIVERED. 


| ‘The durability of these Kugines 1s L ot them and, day at à. à + waive 
expen pair n a years erage ered Test from 
application te the Makers. No trouble with Cost, Smoke, Insurance, Water, or constant attendauce. 
met: No glands to pack, or Water Gauges and Steam Ganges to 


STARTS AT A MOMENT’S NOTICE. 


a THE “OTTO” SILENT GAS ENGINE. 


| as and Crossley's Patents, 1876 and 1877.) 


is THEY ARE USED FOR ALL KINDS or PURPOSES, CHIEFLY FOR HOISTING, PRINTING AND PUMPING. 


sixes { hh 9 15. 18 } freres. 


Prices include Cast-iron Stand, Turned Fly-whaeel, & Driving Pulley; Water Vessel, Several Duplicates, a Gas Fittings (excepting Meter & Pipes). 


CROSSLEY BROTHERS, 16, Que victors 


| MANCHESTER, 
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DAVIS & TIMMINS, 
SCREW. MANUFACTURERS: 


AR Binders, Terminals, Connectors, Clamps, ©c., Kept in Stock. 


_ BOWLING GREEN LANE, FARRINGDON ROAD; EC. 
INDEX TO TELEGRAPHIC JOURNAL ADVERTISEMENTS. 


+ No charge is made for inserting Nawes and Addresses of firms Whase advertisements appear ee at t least three 
_ months consecutively in this Founal, during the continuance of such advertisements. | 

ee (Zhe numbers refer to the page on which the displa: wed advertisements will be found.) , + 

Society. Manufacturing Electricians. | Periodicals. 
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| PATENT TELEPHONE - 


gssrs. BREWER & Jensen, British, Foreign 
and Colonial Patent Agents, give prompt pe 
all matters intrusted to them. Office for Patents, 33, Chancery 
D Lane, W.C. Established 1844. 


PATENTS FOR INVENTIONS. 


OBERTSON, Broman, & Co. (established 50 

) continue to obtain Patents for Inventions. Pamphlet, 

containing special advice, gratis or by post. 166, Fleet Street, 
London. 


EOLOGY.— In the Preface to the Student’s 
ELEMENTS of GEOLOGY, by Sir Charles Lyell, price 9s., 


le says:—‘‘ As it is impossible to enable the reader to recognise 

mocks and minerals at sight by aid of verbal descriptions or figures, 

he will do well to obtain a wel aren collection of specimens, 

guch as may be procyred from Mr. T ), 

Teacher of Mineralogy at King’s College, London.” These 

ons are supplied on the following terms, in plain Mahogany 
ets :— 


100 Specimens, in Cabinet, with 3 Trays oo #8 9 © 
200 Specimens, in Cabinet, with 5 Trays 
300 Specimens, ‘in Cabinet, with 9 Drawers .. 10 10 © 
400 Specimens, in Cabinet, with 13 Drawers .. 21 © © 


More extensive Collections at 50 to 5,000 Guineas each. 


ELECTRIC TELEGRAPH ENGINEERS, 
CONTRACTORS AND MANUFACTURERS, 


4, Circus Street, Marylebone, W. 


Makers of Block Instruments, Single and Double Needle Instru- 
ments, Coils for same with Induced Needles, Lines constructed 
and maintained. Batteries of every description. Electric Bells, 
Indicators, Thief and Fire Alarms for private houses, banks, hotels, 
warehouses, &c., &c. Lightning Conductors. All kinds of Electrical 
ing Apparatus. H. and Co. draw attention to their Bells, &c., 

tpecially adapted for mines. Models made. Experiments carried 
ae WtL—4, Circus Street, Marylebone, London, W. 


IBLOCK TELEGRAPHS AND ELECTRIC 


INTERLOCKING SIGNALS. 
TYER & COMPANY 


Respectfully invite the attention of Railway Directors, Managers, 
nginéers to their important improvements in ‘‘ Block” 
Telegraphs, especially to their new system. (Patent 1874, in con- 
ction with Messrs. SAXBY & FARMER), inspected and improved 
Captain TyLER, on behalf of the Board of Trade. By the use 
this appliance, a signalman who receives a telegraphic indication 
Maine blocked from the signalman in advance, cannot possibly 
a contrary signal upon the outside semaphore to the engine- 
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“Such is the latest development of railway signalling, which is 
y of careful attention, constituting, as it does, a marked 
ce upon the ordinary block system.” —The Times. 

Office and Works—4, OLD STREET, GOswELL Roap, Lonpon. 


TO INVENTORS. Of 


rsonal attention 


} and 2d. per yard. Electric Bells from 6s. 


NNANT (149 Strand), | : - — 
| MACHINERY for covering Telegraph Wire with 


HARBOROW & Co. | 


CROSS LEY’S 


one stamp. 
Single Needle and Block Instruments, as supplied tothe principal . 

Railway Companies, Sounders and Morse Instruments, Coils with 

Induced Needles, Mining and Signal Bells, Telephone Call 

3e sa &c. Sole Makers of Warburton and Crossley’s Patent 
elay. 


BLAKEY, EMMOTT & CO., 


Northern Telegraph Works, Halifax, and 14, Southampton 
Buildings, Chancery Lane, London. 


LES. 


ATERIALS for one, ss. 6d.; pair, 8s. and ros. Improved 
Microphone and Battery combined, 2s. 6d. Double Wire, rd. 


GIBBINS, 44, Parkfield Street, Islington. 


Silk, Cotton, Flax, Hemp; India-Rubber, Gutta-Percha, &c. -. 
Wire Stranding Machines. mplete sets of Machinery for the 
Manufacture of Telegraph Cables. 


THOS. BARRACLOUGH, 97, BRIDGE STREET, MANCHESTER. 


INSULATED COPPER WIRE, SILK, | 


Cotton, or India-rubber covered. Conductivity guaranteed. 
German Silver Wires for Resistance, Braided Handled Cord, Silk 
Cord for Electric Bells, &c.—J.& W. RICKARD, Insulated Wire 
Manufacturers, Derby. _ . 


TELEGRAPH INSTRUMENT CASES. 
GEORGE BEECH, 


10, SANDRINGHAM RD. HIGH ST. 


KINGSLAND, 


‘Continues to supply Railway and Telegraph Engineers with 


every description of Telegraph Instrument Cases, Single 
Needle, Block, Bell, Switch, &c. The material and work- 
manship of first quality and guaranteed. 


Terms moderate for Cash. 


J. F. FOXCROFT, 
Eclegraph & Surgical Instrument Case Plannfacturer, 
39, LEVER STREET, GOSWELL ROAD. : 


Single and Double Needle Instrument Cases, Disc Cases, 
Morse Boards, Bell Cases, and every description of 
Cabinet Work for Electricians. 


ESTABLISHED 1870. 
Terms moderate for Cash. 


GRAMME MACHINES FOR SALE. 


a Both for Lighting and Plating purposes. Will be sold very cheap in consequence of removal to new 
i premises. Apply—Telegraph Factory, 374, Euston Road, N.W. 
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EMPRESS” WATER MOTOR 


Price List and Power of the “ Empress” Motors at Various 


Pressures, April, 1879. 
Diameter oe 22 of Size of >| Revolutions Price of 
Z.| Size of Jet. +2 Got Ibs Driving per Motors 
Wheel. 8 8 é — Pulley. | $20. &| Minute. with jet, 
RE | | | Galls. Galls. |à 
2] 3-32in. IT in. For Sewing and other oe. 2k in. gut. | fin. | 1 in. | 1000 to 3000! £3 3s. 
3} 3-32 in. 14 in. Light Machinery. 40 tlo 70 33 in. gut. | Zin. | rin. | 900 to 2500 | £4 105. 
| diam. width, 
4 | 3-16in. in. 150 to 200 | 250 to 350 | Sin. 2kin. |1#in.|2hin.| 800 to 2000 | £8 os. 
5 | 3-r6in. 23 in. } tor|rtorkràto2| 150 to 200 | 250 to 350 | 7in. 2$in. |14in.|24in.| 600 to 1500 | £15 os, 
6 } in. goin. |rto2|2to3|3to4 300 soo’ | gin. 2zin. | 2in. | 3hin.| 400 to 1200 | £25 os. 
7 | 2 of 35 in. | 2 of 30in. |2to3|3to4/4tos 400 700 gin. 2iin. | 24in.| 5in. | 350 to 1000 | £35 os, 
8 | 2of}in. | 20f 36in.'3to4| 4tos! sto6 600 1000 gin. 2lin. |24in.!6in.| 300 to goo | £45 os. 


MANUFACTURED ONLY BY 
E. S. TAYLOR & CO. 


WORKS—111 & 113, BLANDFORD STREET, 
OFFICES—g & 10, SHEFFIELD BUILDINGS, 89, VICTORIA STREET,) — 


METROPOLITAN BUILDINGS, QUEEN VICTORIA STREET, LONDON. 


A. COMBE c& CO. 


31 & 32, KIRBY STREET, HATTON GARDEN, LONDON. 


MANUFACTURERS OF SCREWS 
OF ALL KINDS, AND SMALL WARES FOR 
Electrical, Telegraphic, Optical, Scientific, Philosophical, Surgical, and Musical Instruments. 
ENGINEERING, &c., &c. TURNERY IN ALL METALS. 


First-class work guaranteed. Estimates on application. 


Le: 
BURGLAR DETECTORS. FIRE ALARMS. 


Electric Bells on the best system from 8s. 6d. each. 
INDICATORS with Improved Mechanism. CONSTANT BATTERIES. WOOD & CHINA 
PUSH BUTTONS. INSULATED WIRE. 

HOUSES & MANSIONS FITTED. ESTIMATES GIVEN. 
ILLUSTRATED CATALOGUES with Diagrams, enabling everyone to fix their own Bells, Post free. 


** MESSRS. ARCHBUTT, TESTIMONIAL. ‘ RUGBY, May, 1878. 
‘ Your Electric Burglar Detectors fitted in my house last month have already proved efficient.” 


PROFESSOR HUGHES’ MICROPHONE, price complete, with 3 Cell Battery and Instructions, 13s, 
Magnets of all descriptions. Silk covered Wire. Binding Screws, 3s. per dozen. Double Line Wire 
Is. 6d. per dozen yards. Silk Cord, Switches, &c., &c. Telephone Signal Transmitters, ros. 64. each. 


The Tourist’s Friend :—A PEDOMETER, registering distance walked, price 16s., post free in Great 
Britain and Ireland. 


EE ARCHBUTT, 


8, BRIDGE STREET, WESTMINSTER, S.W. 
FACING THE HOUSES OF PARLIAMENT. 
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NEWALLS PATENT LIGHTNING CONDUCTORS. 


Experience, accumulated since the time of Benjamin Franklin, proves conclusively that a Conductor made 


of Copper, of adequate size, is the best of all appliances for the protection of every description of Building from the 
destructive effects of Lightning. 


NEWALL & CO.'S PATENT COPPER-ROPE LIGHTNING CONDUCTOR, 


As applied to all kinds of Buildings and Shipping in all parts of the world with unvarying success, is the 
most reliable, most effective, and cheapest conductor offered to the public. 


It is simple in its application, no insulators being required ; and it costs only ONE SHILLING per foot for the standard 
size, which is safe in any storm. 


SOLE PATENTEES OF UNTWISTED WIRE ROPE. 


Manufacturers of Iron and Steel Ropes for Colliery and Railway Purposes. Rigging 
Ropes, Guide Ropes, &c. 


GILT AND SILVER CORD FOR HANGING PICTURES, IRON, STEEL, AND COPPER CORD FOR CLOCK AND SASH LINES, &c. 


R. S. NEWALL & Co., LONDON, 130, STRAND, W.C. 


LIVERPOOL, 36, Waterloo Road; GLASGOW, 68, Anderston Quay ; MANUFACTORY, 
Gateshead-on- e. 


THE SCIOPTICON. 


An improved form of Magic Lantern, burning paraffin oil, and giving a powerful light up to an 8 or 10 feet disc. 

Tue Sciopricon was the first of these lanterns introduced, and still holds its place as the best among a host of. 
imitations. 

The principle of the light is two parallel flames placed edgewise to the condenser. 

Always ready—a few seconds only required to put in operation, 


_ The Improved Sciopticon is the only Lantern in the market constructed” 
on scientific principles. It is arranged so that the whole of the light from the 
condensers passes through the front lenses, the focussing being done with the 
slide, thus giving a greatly increased light on the screen and much better 
definition, — Price £6 6s. 


Catalogue of Sciopticons and Appliances. = 
SCIOPTICON MANUAL OF INSTRUCTIONS 
AND EXPERIMENTS. 15 Stamps. ff | 
Fourth Edition in the Press. 


WOODBURY LANTERN SLIDES. 


Superior to all other photographic siides, being permanent pigment photographs, 

and printed in transparent colours, every gradation of shadow is brought out on 

the screen, Their warm tone also contrasts most favourably with the cold 
photographic colour. 


A | — 
THE SCENOGRAPH. 
A very light and portable Tourist’s Folding Pocket Camera. By the New Dry Process, Chemicals 
are left at home, and the Sensitive Plates developed at leisure. No previous knowledge necessary. 
No. 1. For Pictures 44 x 34, with lens stand and camera ved ae Gas 35/- 
No. 2. For Stereoscopes or Cabinets 50/- 
F No. 3. For Pictures, 7 x 5 se PA sis vd 50/- 
Well adapted for use of Engineers, &c., for taking photographs of machinery or progress of works. — 
Manual of Instruction (with Photo) seven stamps. 


SCIOPTICON COMPANY 


| 157, GREAT PORTLAND STREET, LONDON, W. 


| 
| 
| 
| 
| 
| 
| 
| 
; 
| 
| PA | 
{il (a, 

| | h =| =| = 
| 
SSS  » 
| 
== 
| 
| 
| 
i 


PHOTOGRAPHY 


(RAPID DRY PROCESS). 


Previous Knowledge not necessary. 


No Chemicals required in the field, Tourists’ Pocket Camera and Slides, 


MN for Plates 4t by 3%. Lens, Patent Folding Stand, Chemical Laboratory, 
| and every requisite. 


Price Complete, £8 8s. 
THE SAME SET FOR PICTURES 5 x 4, £9: Qs, 


Practical Instruction Free. 
Sensitive Plates 2s. 6d. per dox. 


WRATTEN & WAINWRIGHT, 


38, GREAT QUEEN ST, LONG ACRE, W.C. 


TELEGRAPH ENGINEER AND CONTRACTOR. 


MANUFACTURER OF SUBMARINE CABLES, 


Wire and all Telegraphic Stores, also Galvanised and Corrugated Iron Sheets, 


8, Draper’s Gardens, Throgmorton Street, London. 
wWoRKS—NORTH WOOLWICE. 


M. THEILER & SONS, 


TELEGRAPH INSTRUMENT MANUFACTURERS, 
86, CANONBURY ROAD, LONDON, N. 


MANUFACTORY—ALWYNE LANE, N. 


Specialties: :—Patent Polarized Relays for Cables and Land-lines, Morse 
Instruments, Vibrating Sounders, Speed Recorders. 


SOLE MAKERS OF THEILER’S NEW RECORDING SOUNDER AND TYPE PRINTER. 


Contractors for Duplexing Land-lines (Morse, Sounder or Hughes Circuits) by 
THEILER'S PATENT MECHANICAL DUPLEX—WITHOUT Artificial Line. 


PETER BROTHERHOOD, 


ENGINEER, 


56 & 53, COMPTON STREET, GOSWELL ROAD, E.C. 


= SILVER MEDAL, PARIS EXHIBITION. 


PATENT 3-CYLINDER ENGINES 


| | AS USED BY 
Siemens, Gramme, and Wilde, 


FOR DRIVING 


| | it 
| | | 
| 
DEN ip 
Q 
> 
if Tia | —_ À 
| » 
| SA M" 
N 
V4 
| } 


SEPTEMBER 15, 1879. 


THE TELEGRAPHIC JOURNAL. 293 


THE TELEGRAPHIC JOURNAL AND 
ELECTRICAL REVIEW. 


Vo. VII.—No. 159. 


TELEPHONE EXCHANGES. 


THE remarkable progress of the speaking telephone 
in America hatbeen until quite recently in very 
striking contrast with its apparent neglect in the 
United Kingdom. In America, the country of its 
birth, it has been eagerly adopted, and telephone 


i. . exchanges are now established in almost every city 


of consequence throughout all the States. It is 
estimated that there are now more than 40,000 
telephones in use there. Chicago alone numbers 
over 2,000 subscribers to the far-speaking system 
which ramifies that busy centre of trade, and the 
process of introduction is rapidly being extended to 
minor towns, and even to remote settlements of the 
West. Inthe mining camps of Nevada and Colorado 
a telephone exchange is a sign of civilisation, almost 
as essential as a meeting-house or a bar-room. 

Nor are these exchanges confined to the precincts 
of each city ; they actually connect town to town, 
and thus enable the citizens of one town to converse 
with those of another, that is, if the distance 
between be not too great. Telephonic communi- 
cation has, we understand, been successfully main- 
tained during the middle of the day, when the diffi- 
culties were at their height, between Philadelphia 
and New York—a feat which has also been paralleled 
in England. 

On the other hand, although the admirable inven- 
tion of Professor Bell was received in this country 
with loud acclaim, and gave rise to a mushroom 
crop of popular lectures and scientific experiments, 
it fell quite flat upon the community in a practical 
sense. The original enthusiasm soon passed away, 
and a pernicious faith gradually got abroad that the 
instrument was merely an interesting toy, very 
amusing to a drawing-room full of ladies, or highly 
ornamental to the physical cabinet of a philosophical 
dilletanti, but utterly unfitted for serious everyday 
use, That this belief was erroneous, is amply de- 
monstrated by the extraordinary success of the 
telephone in America. The characteristic slowness 
with which the English elect to throw off old habits 
and take on new ones, the prevalent dullness of 
trade, and, perhaps, a lack of enterprise on the part 
of those owning the appliance, have, also, had much 
to do with the telephonic standstill here. Our 


— 


Post Office, unlike that of the German Empire, de- 
clined to take up the instrument, and Professor 
Bell was therefore cast upon his own resources. 


But he is understood to have been otherwise so 


hampered and retarded in his efforts to improve 
and introduce the telephone in England, that he 
was glad to make his escape to America again, 
where he could work with greater ease and more 
hope of practical success. 

The triumph of the telephone in that country 
has, however, at length infected England, and 
telephonic exchanges are now being established in 
London and other large towns. The Bell Telephone 
Company have turned their Coleman Street office 
into a central station for the city ; other stations are 
likely to be opened soon in the metropolis, and 
other towns, notably Manchester, are arranging to 
have exchanges. The time appears to be ripe for 
them, and the city merchants are waking up to the 
advantages which they offer for expediting their 
business. Already a considerable number of sub- 
scribers have come forward, and the system has 
got a flourishing start. The terms charged by the 
Bell Telephone Company from each subscriber are 
£20 yearly rental, everything being provided and 
maintained by the company. The Bell telephones 
employed as receivers are of the best American 
make, and a transmitter is used in order to give 
loud as well as distinct utterance. The exchange 
switch-board, call-bells, and other connections which 
have proved so efficient in America are also adopted 
by that company. 

The discovery of the microphone by Professor 
Hughes undoubtedly reduced the value of Mr. 
Edison’s carbon transmitter, which relied for its 
efficiency on the electro-magnetic telephone as a 


receiver, and that inventor, with characteristic . 


pluck, thereupon set himself to perfect his electro- 
chemical receiver and make it fit to take the place 
of the electro-magnetic receiver, which was at the 
best borrowed from Prof. Bell or Mr. Elisha Gray. 
The English public have had many opportunities 
during the past winter of judging for themselves of 
his success in this difficult task, and at last a tele- 
phonic exchange, on the Edisonian model, has been 
opened at. No. 6, Lombard Street, and a number ‘bf 
subscribers gained. | 
Mr. Edison employs slender steel wires, electro- 
typed with copper for his lines, so as to combine 
lightness, strength and conductivity. They are 
further covered with a slight coating of insulating 
material, which insures their ‘insulation and dura- 
bility in the moist, corrosive atmosphere of London. 


The electro-chemical telephone is “loud speaking ;” 


but, by a simple mechanical contrivance, it is pro- 
vided that conversation can be carried on without 
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being audible beyond the desired limit. A monthly 
rental is charged for the use of this system. 

Now that the ice is broken, we anticipate that the 
telephone will be taken up with the customary 
energy of our countrymen, and we hope soon to see 
the whole of London, as well as other large cities, 
divided up into districts, each furnished with its 
central telephonic station. 


— 


ON LIGHTNING PROTECTORS FOR TELE- 
GRAPHIC APPARATUS. 


: By Wu. HENRY PREECE, Electrician, General Post Office. 
(Read before the British Association.) 


For many years it was not the practice in England 


to protect telegraphic apparatus from the injurious 


effects of atmospheric electricity because the damage 
done was so insignificant, and because the remedy 
was found to be worse than the disease. 

But as telegraph systems increased—as the count 
became enveloped in one vast network of wires, it 
was found that the damage done became consider- 
- able, until, in fact, about 10 per cent. of the apparatus 
in use were in one year damaged. 

Lightning protectors then became essential. 
Many forms were tried, based on the fact that when 
a discharge takes place through a non-conductor, 
euch as dry air, at the moment of discharge the 
resistance along the line of discharge is practically 
nothing, and, therefore, all the charge is conducted 
away. According to Faraday, “the ultimate effect 
is exactly as if a metallic wire had been put into the 
place of the discharging particles.” (Researches, 
series XII., 1406.) Most of those tried failed. 

The survival of the fittest has been exemplified in 
the “plate” protector. In this form—one of the 
earliest introduced—one thick plate of brass is in 
connection with the earth, and another similar plate 
in connection with the line is placed above it, but 
separated from it by paper, or by insulated washers. 
The lightning, on entering the wire, bursts across 
the paper, or air space, in preference to passing 
through the apparatus, and thus escapes to earth. 

An important modification of this plate discharger 
has been made by Dr. Werner Siemens, who, by 
serrating, or grooving with a pointed tool the 
opposing faces of the two plates at right angles to 
each other, converted them into a conductor, which 
was supposed to be one composed of an infinite 
number of opposing points. The remarkable action 
of points in facilitating discharge is well known, and 
their introduction into lightning protectors occurred 
very early in the annals of telegraphy, by Mr. C. V. 
Walker, F.R.S. 

Messrs. Siemens’ arrangement, very pretty in 
theory, never carried conviction of its value in the 
mind of the author, because protectors, so prepared, 
never singled themselves out as evidently superior 
to others that were not so prepared ; and while the 
intersection of the grooves certainly formed mathe- 
matical points, they did not form physical or 
mechanical points, and it is upon the action of this 


latter kind of point that such remarkable electrical 
effects are produced. 

Dr. Warren de la Rue, having very kindly placed 
his well known battery of 11,000 cells at the disposal 
of the writer, he prepared four plate protectors, 
identical in dimensions, excepting that two were 
serrated, and two were not. The two plates were 
separated from each other by narrow ebonite . 
washers ‘oI inch thick. The upper plate was placed 
in connection with the positive pole, and the lower 
plate with the negative pole. The number of cells 
were increased until a continuous current of 
electricity flowed. 


I. PLAIN PLATES. 


No. of cells. Effect produged. 
1,000 . . Slight sparks just commencing on 
completing circuit. 
1,080 . . Sparks evident. 
1,200 . . Sparks frequent and abundant. 
I,500 . Continuous arc. 


2. SERRATED PLATES. 


No. of cells. Effect produced. 
1,000 . . Sparks just commencing on making 
contact. 
1,080 . . Sparks evident. 
1,200 . . Sparks frequent. 
1,500 . . Continuous arc, but fitful. 


2,000 cells in each produced a continuous stream 
of electricity. The effect with 1,500 cells was 
decidedly more marked with the plain plates than 
with those serrated. The experiments were ex- 
tremely pretty, and very decided in their character. 

Hence it appears that grooving is not only of no 
use, but that it rather deteriorates the value of the 
protector. 

These experiments confirm very decidedly the 
accuracy of the figures obtained by Dr. Warren de 
la Rue and Mr. Müller on the striking distance 
between two flat discs given by them in their paper 
read before the Royal Society (Phil. Trans. vol. 
169 : 77), Where it was shown that 1,200 cells struck 
across ‘OI2 inch. Here 1,000 cells struck across 
‘oI inch, which agrees perfectly with the curve 
produced by those observers. 

It is the practice in the Post Office Telegraph 
Department to keep these plates apart by thin 
paraffined paper ‘oo2 inch thick, so that the air 
space is really much thinner than that experimented 
upon, and the striking difference of potential only 
250 volts. 

Messrs. de la Rue and Müller have shown that for 
points and various kinds of surfaces opposed to each 
other, plain surfaces act the best for potentials less 
than 1,500 volts., and that points are only efficient 
for high potentials. Now, as it is doubtful whether 
atmospheric electricity causes much higher potentials 
in telegraph wires than 1,000 volts., it is clear that 
plain surfaces are the most effective for protecting 
apparatus. It is quite certain that such plates, 
plain and smooth, separated by an air space ‘002 
inch thick, will form very efficient lightning pro- 
tectors. 

The author is very much indebted to Dr. Warren 
de la Rue for the performance of the experiments 
in his laboratory. | 

August, 1879. 
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A METHOD OF MEASURING ELECTRO- 
MAGNETIC DISCHARGES. 


By H. R. KEMPE. 


Ir is sometimes required to compare the relative 
electro-magnetic discharges obtained from electro- 
magnets used in telegraph instruments. To do this 
the electro-magnet has been treated as a condenser, 
and the discharge measured by the well-known 
method with an ordinary discharge key. This 
arrangement is, however, a very unsatisfactory one, 
and does not give good results ; it is very necessary 
that the adjustments of the key be made so that the 
contacts are very close together, otherwise a great 
portion of the charge is lost during the interval 
which elapses while the lever of the key is moving 
from the battery to the galvanometer contact, and 
even when the contacts are very close and the 
movement of the lever is very rapid, a portion of 
the charge is almost certain to be lost. The fol- 
lowing arrangement for making the measurements 
J have found to answer very satisfactorily. 


| 


The magnet whose discharge is to be measured 
is placed in one of the arms of a Wheatstone bridge, 
and the key kK being kept depressed balance is 
obtained on the galvanometer by adjusting c in the 
ordinary manner. When this is done, in order to 
obtain the discharge we have simply to release the 
key K, and the battery being thus taken off, the 
magnet immediately sends its whole discharge 
through the galvanometer and other resistances. 


_ If we wish to compare the relative discharges ob- 


tained from several magnets, we should first note 
the discharge deflection obtained from the electro- 
magnet with the highest resistance, and then the 
discharges from the other electro-magnets, inserting 
in the arm of the bridge along with them in each 
case a resistance sufficient to bring the total resis- 
tance in that arm equal to what it was when the 
first magnet was being tested. By doing this the 
currents exciting the electro-magnets in each case 
will be the same, and their discharges will conse- 
quently be directly comparable. : 
In order to obtain generally comparable results, 
we must know the current strength exciting the 
electro-magnet and the resistance through which 
the discharge takes place; then the value of the 
discharge deflection, in terms of the discharge 
deflection obtained from a condenser of a known 


capacity charged to a definite potential, will give us 
all that we require. 

To obtain the current strength c exciting the 
electro-magnet, we have, since no current passes 
through the galvanometer, 

E 
(M+ a) (b+c)*M+avb+e 
M+a+b+e 
E(b+c) 

¢(M+a+b+c) + +a) (6+ 0) 


C= 


and since ac=M4, or cma % we get 


(b+ m2) 


b b 


Eb 
— ¢ (a+ 6) + b(mM +a) 
where E is the electro-motive force of the battery. 
The resistance R, through which the discharge 
takes place, will be ” 
6 g(a+b) 


g (a + b) 


7 
== (a + 
If 4 be the discharge observed in the galvanometer, 


then the value of the discharge D obtained from the 
electro-magnet will be | 


R=M+C+ 


+ a + b 
a + b 


This quantity (D), compared with the discharge 
obtained on the same galvanometer from the con- 
denser charged from a standard electro-motive 
force, a Daniell cell for example, gives the means 
of comparison required. 

This method of measuring a discharge may be 
applied with very great advantage to the tests for 
“ localising a complete fracture,” and for “ localising 
a partial disconnection” in submarine cables, de- 
scribed in the numbers of this Journal for April Ist, 
1876, and February Ist, 1878, respectively. In each 
of these cases the cable would be connected to the 
point A, whilst the point B would be put to earth. 
ac 

b 
ance of the cable, and the throw on the galvano- 
meter when the key is raised gives the discharge, 
the value of which has to be multiplied by 


g+at+b 
a+b 


The discharge from the cable takes place, of course, 
through a resistance 


g (a+b) 

.g+a+b 

which has to be inserted in the place of G inthe 
formulæ given in the articles referred to. 

The great advantage of this system, irrespective 
of the most important point that it allows none of 
the discharge to be lost, lies in the fact that the dis- 
charge will be measured at the very moment when 
the resistance is known, for the discharge will not be 
taken till the needle is at zero, and at that moment, 


Then when balance is obtained, —- gives the resist- 


+ 


as has been pointed out, the resistance equals = 
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ELECTRICAL SCIENCE AT THE BRITISH 
ASSOCIATION. 
Electricity as a Motive Power. 


By Prof. W. E. AYRTON. 


Discourse delivered August 23rd, 1870, to the Working 
Men of England. 


(Continued from page 283.) 


Again, although we have only a small flow of water, 
so that little of the energy will be lost from friction, the 
pipes must be made extremely strong to bear the great 


- pressure, and consequently must be expensive, also it 


will be extremely difficult to prevent contraction and 
expansion of the pipes starting leaks at the joints. 
Now, with the water at a very great pressure, and with 
a very slow flow along the pipe, a very little leakage 
will represent a large percentage loss of energy. 

Although, therefore, as far as friction in the pipes 
only is concerned, a very high presgure at the reservoir, 
combined with the use of turbines in the town, working 
at a high pressure, furnishes a very economical mode of 
transmitting power, it is quite impracticable except for 
short distances. 

Now, the conditions for economically transmitting 
power by electricity are, as we shall see, identically the 
same as those we have arrived at for the transmission 
by water in pipes, but luckily they are not in the 
electrical case by any means impracticable. 

In any generator of electricity there is a certain 

SE called the electro-motive force, which means 
its tendency to send a current and which is analogous 
with the head of water in a reservoir, inasmuch as the 
product of the quantity of electricity flowing per second, 
multiplied by this electro-motive force, measures the 
amount jof energy furnished by the generator per 
second, and which could be reproduced as motive 

wer elsewhere if there were no friction. Now, the 

oss of energy due to electrical friction in the wires is 

equal to the square of the current flowing per second 
multiplied by what is called the resistance of the wire, 
a number depending on the length, the diameter of the 
wire, the material of which it is made, and the 
temperature. 

Now, I explained to you that when an electro-motor 
was working it produced a back electro-motive force 
tending to diminish the current. The maximum work 
that can be given out by this electro-motor per second, 
if its efficiency is unity, that is, if there is no friction or 
other loss of power, is equal to the product of the 
current into this back electro-motive force. There are 


two ways, therefore, of altering the work given out by : 


the electro-motor per second. Either we may increase 
the current, or we may increase this back electro- 
motive force. Let us consider the first case: we will 
double the current; then assuming that the electro- 
motive force of the generator remains the same, which 
in the water question is equivalent to assuming the 
height of the reservoir above the town constant, we 
should have to let the electro-motor run at such a 
diminished speed that the difference between the 
electro-motive force of the generator and the back 
electro-motive force of the electro-motor jis double 
what it was before. Although, therefore, we have 
doubled the current, and the energy furnished by the 
generator, we have not nearly doubled the energy given 
aut by the motor, and the reason of this is obvious, 
since as tne waste of power in the production of heat in 
the wires is proportional to the square of the current, 
four times as much power will be wasted as in the 
previous case, 


Consequently, just as in the case of water, increasin 
the current is a ruinous way of increasing the trans. 
ference of energy. | 

Now, take the other case: assume that we double the 
electro-motive force of the generator, and run the 
motor at such an increased speed that the current 
remains constant; to do this we must more than double 
the back electro-motive force of the motor. The 
energy now furnished by the motor will be double 
what it was before, the energy given out by the motor 
will be more than double what it was before, and the 
energy wasted in heat will be exactly the same as 
before. 

Consequentiy, just as we concluded in the case of the 
water, that the most efficient method to employ in order 
to transfer the energy, was great pressure in the reser. 
voir, combined with turbines in the town working ata 
high pressure, so now we conclude that the most 
efficient way to transfer energy electrically is to use a 
generator producing a high electro-motive force, anda 
motor producing a return high electro-motive force; 
and by so doing the waste of power in the transmission 
ought, I consider, to be able to be diminished with our 
best existing dynamo-electric machines to about thirty 
per cent ; for, as experiment shows the efficiency of our 
best existing dynamo machines to be 0°86 (that is 86 
per cent. of the power spent in revolving the bobbins is 
reproduced as energy of electric current) ; therefore, if 
two similar dynamo-electric machines be coupled up to 
transmit power, and if they are worked most economi. 
cally in the general way I have already explained, and 
with the details of arrangement that I will enter into 
later on, instead of being worked so that the motor 
gives out power most rapidly, 1 have reason for expect. 
ing that the combined efficiency of the arrangement 
can be made to closely approach the square of 0°86, 
and not merely one-half, as commonly supposed. 

But while the two solutions of the problem are thus 
identical, there is this most important difference: 
increasing the pressute of the water means an un- 
economical task, While increasing the electro-motive 
force set up by a dynamo-electric machine, or an 
electro-motor, means merely running it faster, or run- 
ning it at the same speed and putting more wire on the 
rotatory portion. 

And again, assuming that the mean electro-motive 
force between the wire and the earth be as much asone 
hundred times the electro-motive force producing the 
current, namely, the difference between the electro- 
motive forces of the generator and of the motor, then 
with the ordinary insulation of the best land telegraph 
lines, less than one per cent. of the energy transmitted 
ten miles would be lost by leakage. 

It would be impossible to increase indefinitely the 
speed of revolution of the cylinder of an induction 
machine, since apart from mere mechanical friction the 
iron constituting the core of the revolving part has to 
be magnetised and demagnetised very rapidly as it 
revolves. Now, there is a physical limit to the speed 
with which this can be done, and in addition this rapid 
change of magnetism heats the iron very much. But 
experiment shows that at the ordinary speed of 
revolution of dynamo-electro machines, 700 turns per 
minute, the electro-motive force is proportional to the 
speed. Weare, therefore, very far yet from the limit 
of speed. Consequently it would be well for the trans- 


_mission of power to attempt first, a considerable in- 


crease of speed in the generator, combined with so light 
a load on the motor, that its speed is also very high. 
When this begins to fail as larger and larger amounts 
of power are transmitted, then we might begin in- 
creasing the amount of wire on the revolving coils of 
each ; but this, of course, has the objection that the loss 


| 
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of power from a given current would then become 
somewhat larger. 

In some of the dynamo-electric machines, the current 
that is sent through the external wires is the same as 
that which circulates round the fixed electro-magnets 
to create the magnetic field in which the movable coils 
revolve. Now, the small current which I am here 
advocating should pass between the generator at the 
one end of the line, and the electro-motor at the other, 
would be too small to properly magnetise the fixed 
electro-magnets of the two machines, so that even a 
high speed of the bobbin will not produce a high 
electro-motive force. But this diffiulty is easily over- 
come by the plan already employed, for totally different 
reasons, by Gramme, Lontin, and Wilde, in their 
generator for producing currents for electric lighting, 
viz., that of using either a separate exciter, or a 
separate portion of the revolving bobbin in the gene- 
rator, to produce the current to magnetise the fixed 
electro-magnets, In connection with this current for 
exciting the fixed magnets, it is worthy of notice in 
passing, to observe that since experience shows that the 
electro-motive force of a dynamo-electric machine is 
proportional to the velocity, I conclude that the magnets 
are saturated, and that the exciting current is alread 
too strong, so that it may be with advantage reduced, 
or many fewer coils of wire employed in this portion of 
the machine. À 

We have then been led to this most important result, 
which I hope is clear to you all, and which I trust you 
may all carry away with you,—that a dynamo-electric 
machine, with a separate exciter, driven very fast with a 
steam engine, or with a stream of water, at high or low 
pressure, and sending by even quite a fine wire a small 
current to a distant electro-motor, also running very fast 
and magnetised by a separate exciter, is an economic 
arrangement for the transmission of power. 

We have seen then how to transmit electrically any 
amount of power through a fine wire. Now, how is 
this result affected by increasing the distance ? Suppose 
we double the length of the wire, keeping the same 
thickness, then if we make the generator larger, putting 
twice as much wire on the main part of the revolving 
bobbin, and also make the motor at the other end larger, 
putting also twice as much wire on it, and if we run 
each at the same speed as before, then everything will 
be doubled, the electro-motive forces and resistances ; 
in fact, twice as much work will be furnished by the 
generator, exactly twice as much as will be lost in con- 
version into heat, and about twice as much by leakage, 
so that the amoynt given out by the electro-motor at 
the other end”-will bg ut twice as great. Con- 
sequently, if we make the distance 100 times as long, 
using justythe same thickness of fine wire, almost the 
same proportion will be lost as was wasted in the trans- 
mission ovgr the short distance, provided 100 times as 
much energy is transmitted per second. | 

Electric transmission of power then becomes not only 
practical, but very, economical both for short and for 
long distanecs, if we run both the generator at the one 
end of the line, And the motor at_the other sufficiently 
fast, and if we only, require to transmit a sufficiently 
large quantity ‘ef Power. 

But this lgatter'ré@fixement is the essence of all suc- 
cessful tradés, vig, :" that the percentage of profits shall 
increase as the'@perations grow in 

We have Beén considering the transport of power 
derived more especiallyfrem natural sources ; but since 
we have seen that by the use of electricity, properly 
employed, the waste of power in transmission can be re- 
duced for any distance to about thirty per cent. of the 


whole power absorbed at the generator, it follows that 
jthe employment of steam engines of vast size at points | 


outside Sheffield, would be by far the most economical 
mode of extracting the energy out of coal. For it is at 
least four times as expensive to produce power with a 
small steam engine as with a large one; therefore in- 
cluding the waste of pee in electric transmission, the 
cost of production of power in small workshops would 
be little more than one third as dear as if small steam 
engines were used, and similarly the waste of powst in 
any large mill or factory in its transmission from the 
large steam engine at its base to all the floors and 
machines on each floor would be very much dimi- 
nished, 

Consequently it would be much more economical to 
work this lathe on the platform, as I will now proceed 
to do, by a big steam engine in Howard Street, several 
hundred yards away, than to use a small steam engine 
here for this purpose 

But you will say that in advocating the employment 
of electricity I am advocating a total change in our 
mode of producing and transmitting power. Is the 
probable gain worth the expense of the necessary 
change ? 

To answer this question we must consider what would 
be the probable minimum annual gain by the proposed 
change in Sheffield alone. In making this calculation we 
must remember that not only can electricity produce 
motive power, but also heat and light, and electric heat- 
ing and lighting have this great advantage that no 
chimneys are required. 

For example, with the electric current sent here front 
Messrs. Walker and Hall’s works I can heat this long 
coil of iron wire white hot, so that when put into the 
vessel of water, the water, you see, in a short time be- 
gins to boil. In fact, the stoker has put coal on the fire 
at Howard Street and boiled water with it here in the 
Albert Hall. 

Again, it is almost needless to tell you that electric 
lamps can be lighted by a current produced at a con- 
siderable distance from the lamp, seeing that I have 
been using several times, for projecting images on to 
the screen, an electric lamp fed by the current produced 
in Howard Street. However, we will now light up this 
entire hall by one electric lamp, receiving its current 
from the same workshop, and by another for which the 
electric current is produced in the yard of the Sheffield 
Water Company by a water engine, and transmitted by 
the wires crossing the street, as shown in the diagram. 

Various calculations have been made as to the rela- 
tive cost of lighting by burning coal to produce gas, or 
by burning coal to work dynamo-machines for produc. 
ing electric currents, and it seems to be pretty certain 
that if a large amount of light be required in one place, 
that the electric light is at least twenty times as cheap 
as coal; Sir William Thomson, our eminent electri- 
cian, goes as far as to say that it may be made 133 
times as cheap. And certainly that there is a great 
saving in expense in electric lighting is seen from the 
actual result obtained at the Albert Hall, London, which 
is an example, and perhaps the only example in con- 
nection with electric lighting, where the science of 
putting a brilliant light high up has been allowed to ride 
over the precedent of putting a number of feeble glim- 
mers all over a building. 

Now, the duration during which the electric light is 
used at the Albert Hall on any one evening is only three 
hours, the time of the performance, so that the cost of 
getting up steam before the light is used, and the waste 
of heat after the engine is stopped, constitutes an im- 
portant part of the whole expenditure. However, in- 
cluding this and other disadvantages under which Dr. 
Siemens labours in this matter, the actual cost, includ- 
ing labour of men, allowance for wear and tear of 
machinery, &c., is only one-third of that of the former 


7 

e 

he 
: | 
en 
Dh 
ed 
he 
on 

he 

to 

it 

ed 
Did 

of 
Der 

he 

it 

ns- 
in- | 
ght 
gh. 
nts 
in- 
; of 
oss 


298 THE TELEGRAPHIC JOURNAL. 


[SEPTEMBER 15, 1879. 


inferior gas lights, and thus a saving of about thirty 
shillings an hour has been effected. 

And in addition to this money economy, a great and 
almost unexpected gain has been attained. For the 
smaller amount of noxious gas produced in the electric 
arc, than in burning the necessary amount of gas to pro- 


duce even an inferior light, makes ventilation at the 


Albert Hall, London, now a less important question. 
And the smaller amount of heat at present produced 
causes less draught, so that taking the two things to- 
gether the air is much more steady. But steady air of 
uniform temperature is very transparent for sound, 
while layers of air of unequal temperature are opaque to 
sound, Consequently this stillness of the air, arising 
from the use of the electric light, enables the singing 
and music to be better heard, an advantage of enormous 
importance in so gigantic a concert hall. As a striking 
contrast with the delightful coolness of the air at the 
Albert Hall, London, was the warmth of the brilliantly 
gas-lighted ball-room at the Cutlers’ Hall on Thursday 
evening, and which was only surpassed by the warmth 
of the reception offered to the British Association by 
your Master Cutler. 

Lighting streets by electricity has not been so success- 
ful, economically, for the simple reason that instead of 
having a large bright light, at a considerable height, 
reflected downwards, as in the Albert Hall, London, 
English conservatism has Po. the authorities from 
grasping the possibility of using for street illumination 
anything differing from an ordinary iron lamp post. 
But there can be little doubt that if a few large electric 
lights, high up, were used for street illumination, the 
same sort of result as has been obtained at the Albert 
Hall would be arrived at. 

And in connection with the general illumination of a 
town by electricity there is this important fact to be 
borne in mind, that all experiments lead to the result 
that the larger are the dynamo-machines used for pro- 
ducing the electric light, the cheaper is the light pro- 
duced per horse-power. For example, with this smallest 
Siemens’ machine, which I have on the table, one 
horse-power gives 600 candles, whereas with the larger 
machine, such as we are running backwards for driving 
our emery wheel, circular saw, &c., one horse-power 
gives 1500 candle power, more than double the light 
furnished by the other machine ; and it is said, although 
I cannot vouch for the fact, that with the very large 
machines used in lighting the Palais de l’Industrie in 
Paris, 6000 candles were obtained per horse-power. 

At any rate we may be absolutely safe in saving that 
the cost of using gas in Sheffield for lighting large halls, 
such as the one we are now in, factories, and the streets, 
could be halved if electric currents, generated by water 
engines worked by hill streams, as well as by very large 
steam engines, were substituted for gas. 

But can this be quite right, for I have proved that to 
transfer energy economically we must use a large pressure 
and a small flow. Now, how can we produce a very 
bright electric light with a small current? Why, by not 
ig the current that comes along the wire to produce 
the light at all, but merely to drive an electro-motor, 
which motor, at the place where any large amount of 
light was required, would be employed in giving motion 
to a second dynamo-electric machine, which would pro- 
duce the currents for lighting purposes. 

This experiment I might show you, but as we have 
used already several times during the evening electric 
lights fed from a distance, we will vary the experiment 
and try an analogous one. Messrs. Walker and Hall 

will now, at their works, give rapid motion to a dynamo- 
machine, and the current which, when properly arranged 
as I have explained to you may be small, will set in 
motion this electro-motor. This in its turn will cause 


this other dynamo-machine to rotate rapidly and pro- 
duce a current which I will use for rapidly gilding this. 
piece of plate. 

It is not necessary for me—and, in fact, time would 
not allow me—to tell you how I propose to employ the 
electric light to illuminate private rooms, if only I can 
get people to throw away the notion that to light a room 
we must have something with a globe on it, like an oil. 
lamp ; nor is it necessary for me to remind you that by 
whitewashing the walls, yes by whitewashing even the 
very machines themselves in some of the Paris factories, 
the supposed strong shadows cast by the electric light 
have been less than the strong shadows cast by another 
bright light, one that we not only put up with, but one 
that from the force of -habit we are tolerably contented. . 
with, viz., the sun. 

At present, I am concerned with the pounds, shillings, 
and pence question, which has more than usual weight 
in these days of slack trade, Well then, assume the 
cost of gas used for lighting the large buildings, 
factories, and the streets of Sheffield can be halved, 
also, that where it is used for heating purposes the 
expense can also be halved, by substituting electric 
currents generated by ve large steam engines at 
certain points, and by turbines driven by falling water 
out of the town; then you would save per year about. 
£45,000. Suppose, also, that the cost of producing 
motive power can in the same way also be halved, this 
represents an annual saving of something like £60,000. 
In reality, I believe this last economy would be larger, 
since not only could power be produced so much more 
economically than by small steam engines or even by a 
large engine, when a large proportion of its power is, 
as now, wasted in driving the shafting alone in your 
factories ; but, in addition, much hand work could be 
economically replaced by machine work. And, lastly, 
suppose the consumption of coal in Sheffield for heating 
your metals and for heating your houses could also be 
halved, then there is another saving of about £300,000 
a year, or, altogether, the annual saving that might be 
produced in this town alone, by substituting electricity 
for coal would be something like the large sum of 
£400,000. | | 

It is hardly necessary for me to point out to you how 
much capital a company would be willing to advance . 
for such a comparatively certain profit yearly, or 
whether a large portion of this saving could not be 
effected by expending only a portion of this capital. 

But I think I hear you saying this is all very nice, but 
there must be certainly something wrong in it all: is it 
likely that Sheffield could save £400,000 a’ year by. 
merely using machines to whirl round coils of wire to 
produce electric currents ? : 

If that be the impression this lecture is producing in 
your minds, and I can hardly expect the more thoughtful _ 
to at once accept the truth of so novel a reform as I am 
here advocating this evening, and which, probably you 
are listening to for the first time, allow me to adduce the 
following arguments to prove that although the reform 
is startling it may still be sound :—Imagine the cost of 
cutlery and plated goods to remain the same as at 
present, but all machinery to be removed from Sheffield, 
then what an enormous loss would accrue to the town 
from everything having to be done.by hand labour. 
The saving then I am showing you how to obtain, 
enormous though it may be, is still small when com- 
pared with the gain that the introduction of machinery 
during the last hundred years has effected for this 
town. 

Or again, it may be objected that I talk of using 
water power at the hillside to drive turbines. But this 
water cannot come afterwards into Sheffield for drinking 
and other purposes, because to do work it must lose 
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head. We must therefore waste at the source all the 
water we use for power. But has the Sheffield Water 
Works any water that can be thus dispensed with in the 
town? Assuredly, thanks to the energy and persever- 
ance with which the Sheffield Water Works Company 
have conducted their operations, there is always in 
hand a very large stock of water. For instance, at 
present there is in the reservoirs at Redmires, Rivelin, 
Agden, Strines, &c., enough to last the town for six 
months if not another drop of rain falls (which is a far 
more unlikely occurrence than that every Sheffield 
manufacturer will speedily adopt electricity), and when 
the reservoirs at Damflask and Dale Dyke, now com- 
pleted, but not yet in use, are employed, there will be 
at any time, I understand, a year’s .supply of water in 
the reservoirs, even if the consumption of Sheffield 
somewhat increases. 

Bearing this in mind as well as the fact that the 
Company has also power to construct two other 
reservoirs, in the Ewden Valley, it will be seen that 
there is no lack of water, and I am sure there will be no 
lack of willingness on the part of the Company to allow 
water at the source to be used, especially when such an 
arrangement can be made renumerative both to them- 
selves and to the manufacturers, 

As an example of what water power can do, we will 
now cut a two-inch board with a circular saw driven by 
an electric current produced by the water motor in the 
yard of the Water Company, and conveyed to this hall 
by the wires crossing the streets. 

So much for what may be done by electricity in pro- 
ducing motive power. Now, let us consider what has 
been actually done. Last year, two French engineers, 
MM. Chrétien and Felix, at Sermaize (Marne), actually 
ploughed fields by electricity, the electric current being 
produced by two dynamo-electric machines, of a form 
invented by M. Gramme, and shown in the diagrams on 
the walls. These machines were usually worked with a 
steam engine at some convenient place three or four 
hundred yards away in an adjoining road and the 
electro-motors were also two Gramme machines, one 
oneach side of the field, with their coils revolving of 
course backwards, Through one of these, the electric 
current was sent alternately so that motion was given 
to one or other of two large windlasses, one on each of 
the waggons containing the electro-motors. In this 
way the plough which could be used going in either 
direction, was first pulled across the field making a 
oo and then back again making another parallel 
urrow, 

_ A photoÿraph, taken on the spot, of one of the com- 
plete Gramme electro-motors, with its windlass and 
waggon, together with the double acting plough, will 


. now be projected on to the screen. 


A second photograph is now projected on to the 


‘screen of -M. Chrétjen’s electric crane for unloading 


boats. This also has been successfully employed for 
several months at Sermaize, in the harbour there, and 
it is considered that a saving of about thirty per cent. 
has been effected of the expense formerly incurred for 
unloading the sugar barrels out of the boats. 

If electricity were produced in large quantities at 
certain centres, then one difficulty that would of course 
be met with would be that of distributing it properly, 
since, just as in the case of water or gas, if a large 
branch pipe in a main be suddenly opened then the 
supply going on to the other branch pipes in the same 
main will be diminished, a result causing serious in- 
convenience in the case of electriclighting. But just as 
automatic governors have been devised for water and 
gas, to keep the supply constant, so automatic 
“electric current regulators”. have been devised by 
M. Hospitalier and by Dr. Siemens, to keep the 


current constant. One of those invented by Dr. 
Siemens is on the table before you, and the general 
principle of its construction is easily understood. Agr 
the current passes through the regulator it heats a 
certain very thin ribbon of steel, which consequently 
expands, The effect of this expansion is to introduce 
coils of wire into the circuit, the extra resistance of 
which diminishes the strength of the current. Con- 
sequently the stronger is the current the more is it 
automatically resisted, and the weaker it becomes the 
less is it resisted, and so it remains practically con- 
stant at any desired strength for which the regulator 
is previously adjusted. 

The peculiar advantage of Dr. Siemens’ regulator is 
its rapidity of action, since, as the strip of steel has 
very little mass and a large radiating surface, its 
temperature alters very rapidly for a small change in 
the amount of heat produced in it per second, that is, 
for asmall change on the current flowing through it. 

But our electric current would be affected in another 
way. While the supply of energy and heat required in 
a town is fairly constant from day to day, the veloci 
of water on hill streams is great after floods, and small 
in dry weather. Must we, then, have a sufficient 
supply of dynamo-machines, so that even in a drought 
we can transmit, electrically, sufficient power; if so in 
times of rain, like the present, the waste of water power 
would have to be enormous ; or is it possible in any 
way, cheaply, to store up electric energy during an 
abundance, and use it during a scarcity? Assuredly, 
cannot we decompose acidulated water producing 
oxygen and hydrogen, an operation which experiment 


has shown will go on quite as easily when the gases. 


produced are under enormous pressure, and occupy 


very little space, as when the gases are only under the: 


pressure of the atmosphere, as they are in this volta- 
meter from which you observe they are coming off as I 
pass the currentthroughit. In thesetwo very thick iron 


bottles I have stored up, under enormous pressure some : 


of this oxygen and hydrogen, and we will liberate a 


little of the bottled up energy, producing, as you see,. 


this bright oxy-hydrogen light. 


Now, assume the pressure of the gases in these bottles. 


is only thirty times as much as the ordinary atmos- 
pheric pressure, then the energy given out by the 
hydrogen contained in one of these bottles, only a 


square foot inside, combining with the compressed © 


oxygen, in another bottle, having its internal capacity 
only half-a-square foot, would be no less than 110 
million foot pounds, or about the same as 60 horse- 
power developed for one hour, or one horse-power 
developed for two days and a half, 

Decomposing acidulated water under great pressure 
by means of the electric current not only then enables 
us to store up electric energy, but to store it up in an 
extremely compact way. | 

But is there no other side to this question? Weare, 
it is true, a commercial people, but do we not still love our 
hills and our fields? There was a time when the cutler 
of now black, grimy Sheffield was very fleet of foot in 
following the chase. There was a time when “ Not 
only in the villages around old Sheffield,’ so says the 
history of Hallamshire, ‘ were the file makers’ shops or 
the smithy to beseen, with the apprentices at work ; but 
even on the hill-side in the open country, at the end of 
the barn would be the cutler’s shed, whilst in the valley 
below, by the river, was the grinding wheel ready to 
sharpen the tools that had been Prises 

And why not now? Why should not that mountain 
air that has given you workmen of Hallamshire in past 


times your sinew, your independence of character, blow 


over your grindstone now? Why should not division of 


‘labour be carried to its end and power brought to you 
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instead of you to the power? Let us hope then that in 
the next century electricity may undo whatever harm 
steam during the last century may have done, and that 
the future workman of Sheffield will, instead of breath- 
ing the necessarily impure air of crowded factories, 
find himself again on the hill side, but with electric 
energy laid on at his command, | 

Time will not allow me to tell you more. Some of 
my ideas regarding electric transmission of energy you 
have heard; and whether you think these ideas are 
right, or whether you think them wrong, I venture to 
hope they may be regarded as worthy of careful con- 
sideration, for let it not be said that you, that I, that any 
of the workers of Great Britain, are allowing by a dis- 
regard of scientific principles, are allowing by a neglect 
of technical education, England’s far famed pre-emin- 
ence to pass away; let rather our grandchildren, as did 
our grandfathers, hear that in all that is right, England 
takes the lead; and when we find we can no longer 
maintain that superiority by the abundance of our coal, 
then let us maintain it by the abundance of our know- 
ledge. 


Some Experiments with the Induction Balance. 


By W. CHANDLER ROBERTS, F.R.S., Chemist of the Mint. 


Mr. ROBERTS stated that the instrument, which we 
owe to Prof. Hughes, the discoverer of the micro- 
phone, appeared to be one of no ordinary import- 
ance; and although the experiments about to be 
described were far from complete, they possessed 
sufficient interest to warrant their being submitted 
to the Section. He then described and exhibited 
Prof. Hughes’ instrument, showing the extreme 
delicacy by which changes in the induced current 
were indicated by the microphone and telephone. 

Therelative values of different metals, as indicated 
by the induction balance, do not accord with the 
values usually accepted as representing the relative 
conductivities of the respective metals, and, this 
being the case, Mr. Roberts had ascertained what 
relation the indications given by alloys, when under 
the influence of the induced current, bear to their 
electric conductivities. 

The experiments on a comprehensive seriés of 
alloys proved that, in the case of alloys of certain 
metals, the induced current curves closely resembled 
those representing electric conductivity, but that, in 
certain other cases, the induced current revealed 
differences that had hitherto escaped observation. 
As an example, Mr. Roberts alluded to the curve of 
the copper-tin alloys, in which there is a sudden 
break between the points representing two alloys, 
which only vary by a single equivalent, or by 6°4 per 
cent. of copper. These two alloys are widely 
different in colour, fracture, density, and structure, 
and the induction balance at once afforded evidence 
of a marked difference not shown in Matthiessen’s 
curve of electric conductivity. | 

It is known that certain metals, when alloyed, 
undergo a molecular change, and that an allotropic 
condition may, in some cases, be induced by alloy- 
ing a metal with a small quantity of another, facts 
which will, doubtless, receive careful examination 
from those who are pointing to the non-elementary 
character of certain metals. 

Mr. Roberts then referred to the question of 
applying the induction balance to the assay of 


metals. In the case of gold-silver alloys, the instru- 
ment will show the presence of less than two grains 
of gold in the pound of silver. On the other hand 
the silver-copper alloys used for coinage are situated 
at the flat portion of the curve, so that it is 
impossible to detect even considerable differences 
in their composition ; and these alloys, which are very 
peculiar in their nature, appear to be greatly affected 
by annealing. More hopeful results were obtained 
with the gold-copper alloys, and Mr. Roberts 
demonstrated a difference of 1 per cent. in the 
standard of two gold discs, which, though far short 
of the existing method of assay, in delicacy appeared 
to afford grounds for the belief that very accurate 
results will ultimately be obtained. 


Recent Advances in Electric Lighting. 


By J. N. SHOOLBRED, CE. 


THE author said that twelve months ago very little was, 
comparatively speaking, known of the electric. light, 
whereas now there was no town in England of any 
magnitude in which experiments had not been made, 
The progress in the electric light had been very great. 
The great desideratum was the production of a number 
of smaller lights of less intensity in place of producing 
one light only of great intensity, and great progress 
had been made towards the solution of the difficulty, 
The question of the relative sanitary effects of the 
illumination by electricity and also by gas had received 
considerable attention, and the result had been con- 
siderably to the advantage of electric. illumination. 
The author then gave an explanation of the various 
processes of electric lighting now in vogue, in the 
course of which attention was drawn to the lamp of 
M. Heinrich, a description of which we illustrate 
elsewhere. 


On the Retardation of Phase of Vibrations transmitted 
by the Telephone. 


By Professor S. P. THOMPSON. 


Dusois-REYMOND predicted from theoretical con- 
siderations that a difference of phase, amounting toa 
quarter of a complete vibration, would be found to 
exist between the diaphragms of two Bell telephones, 
joined up inone circuit, the receiving telephone being a 
quarter of a vibration behind the transmitter. Helm- 
holtz and Weber theoretically predicted only a small 
difference of phase. Recently Kénig in a series of 
delicate experiments, effected an optical comparison by 
the method of Lissajous, of the vibrations of a pair of 
telephones, replacing the vibrating discs by tuning-forks 
armed with mirrors. The author has proposed the 
following method of observing. A pair of Bell tele- 
phones are suspended by wires of about a metre in 
length, so as to oscillate as pendulums, to frames so 
disposed as to avoid the possibility of any mechanical 
transmission of the vibrations. Below the point of rest 
of each telephone, and at some little distance from it 
in the plane of its swinging, is placed a steel magnet. 
After the lengths of the wires have been so adjusted that 
the telephones will swing in identical periods, one tele- 
phone is set swinging. As it alternately approaches 
and recedes from the magnet, the induced currents 
traversing the second telephone set it swinging. In 
every case the difference of phase observed amounted 
to one quarter. 

In the case of those telephones which transmit 
vibrations by varying the resistance of the circuit, 
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instead of varying the electro-motive force, there is no 
such retardation of phase fproduced in the ordinary 
electro-magnetic receiver. If, however, the current so 
transmitted is first passed through an induction coil, a 
retardation of phase of one quarter is produced, and in 
the case of several successive inductions the retardation 
amounts to an additional quarter for every additional 
induction. This remark applies only to vibrations of 
harmonic and quasi-harmonic type. 

In the case of Edison’s motographic or electro- 
chemical receiver, the velocities, not the displacement 
of the disc, are proportional to the strength of the 
currents received. Hence vibrations already retarded 
one quarter in transmission, as is the case with those 
of the carbon transmitter in conjunction with its induc- 
tion coil, always used with this instrument, are restored 
to their primitive phase. The vibrations of this receiver 
therefore agree with those corresponding to the function 
of which the vibrations of the induction current are the 
derivate; that is to say, they agree in type with the 
primitive vibrations of whatever form. In the receiving 
telephone of Edison, therefore, consonantal sounds 
which depart widely from the purely harmonic type are 
better rendered ‘than in a telephone which like that of 
Bell both retards the vibrations in phase and alters them 
in type. 


Report of the Committee on . Atmospheric Electricity 
in Maderia. 


By Dr, M. GRAHAM. 


REMARKABLE fluctuations of the electric potential were 
noticed at the time when the maximum potential is 
reached, which takes place at 11.30 a.m.; this fluctua- 
tion the writer ascribes to masses of cloud on moist air. 
The daily formation of a thin stratum of cloud during 
fine calm weather which varies slightly in altitude in 
accordance with temperature and barometric pressure 
was described. The electricity below this cloud is 
always positive and moderately strong. In the cloud 
itself it is more feeble but of the same sign. Above 


the cloud at the station where the observation was taken | 


it was very feeble and irregular but always positive. In 
warmer weather the vapour does not condense into 
cloud but appears as a blue transparent haze from 
above, and presents the same electrical indications. 

The highest potential was observed upon a rock 
ninety feet high, a few metres from the shore in the 
Bay of Funchal. 

The thinness of the currents of air constituting sea 
breezes was demonstrated by flying a kite vertically 
beyond into the true wind blowing in a contrary direc- 
tion. Abortive attempts were made to bring down the 
upper electricity through the lower currents. The 
electricity of the general north east wind which is 
identical with the trade wind was found on the heights 
at the east end to be uniformly moderate and positive. 

At the approach of rain-clouds at the termination of 
a period of fine weather the atmosphere invaribly gives 
increased readings and no negative observations were 
recorded, 

The L’este, a kind of sirocco to which Madeira is 
occasionally subject, electrically gives no indication 
of any change whatever except by faint fluctuations 
about the earth reading. 

During the prevalence. of L’este wind, the writer 
noticed a very highly electrical condition of certain 
clouds which lie quietly among the mountains, though 
tossed and tumbled on their upper surfaces; he hopes 
to be able to connect their forms and immobility with 
their electrical change. 
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HEINRICHS’ ELECTRIC LAMP. 


By C. F. HEINRICHS. 


THERE have been lately many systems of electric 
lighting shown to the public, in which the pro- 
duction of small lights for the purpose of super- 
seding gas has been quite successfully effected ; 
but, from a financial point, they have not been quite 
satisfactory, as the unpracticability of the sub- 
division of the electric current for lighting purposes 
without loss has been often proved. 

The only field in which electric lighting has 
already superseded gas, both as regards its being 
superior in illuminating power, and also its being 
actually cheaper than gas, has been where large 
lights (1,000 to 6,000 candle power) have been em- 
ployed, and in which the consumption of the carbon 
pencils has been regulated by clockwork. 

The only drawback in this line has been the in- 
efficiency of the regulating mechanism ; thus the 
light becomes extinguished frequently, and in some 
lamps it takes from 4 to 10 seconds before they are 
relit, and a disagreeable flicker is the result. 

In almost all regulators, where the consumption 
of the carbon is regulated by clockwork, in con- 
junction with an electro-magnet, the current which 
produces the light has to pass through this magnet, 
and the increase or decrease of the current increases 
or decreases the attracting power on the armature 
of the same, which stops or releases the clockwork. 
I have found always that when the armature 
releases the clockwork and the carbon feed, the 
increase of the current does not take effect at once, 
not in proportion to the feed, and not until the arc 
covers again sufficiently and equally the new ad- 
vanced mass of the positive carbon, and this some- 
times takes from 2 to Io seconds of time. Now in 
this time the clockwork is free, and the carbons 
keep feeding, and, therefore, are liable to come too 
close together, which produces the disagreeable 
hissing noise so often observed; or else, by the 
carbons coming quite together, the great increase 
in the current flowing in the circuit causes the 
generator to become heated, and its insulation 
thereby to be impaired. 

That the increase of the current does not take 
effect at once when the carbons feed, will be ex- 
plained by the fact that the heated carbon is a 
better conductor than the cold, therefore the current 
cannot rise to its maximum power until the new 
advanced mass of carbon is equally heated, and not 
until then does the arc equally cover the positive 
carbon ; when again the arc becomes most con- 
ductive, and the current most powerful, then by its 
acting upon the armature of the magnet, it prevents 
the carbon from further feeding. 

It will, therefore, be evident that regulators 
should be so constructed that when they are ex- 
tinguished by accident they shall re-light in- 
stantaneously ; and, secondly, that the carbon 
points shall never come actually in contact while 
burning. 

The last point has been already effected by the 
candles of Jablochkoff, Wilde, &c., in which the arc is 
kept always of the same length. But these candles 
burn only with alternate currents, and the con- 
tinuous currents have always proved their superiority 
in light power against alternate currents; also as 
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several small continuous current dynamo-machines 
can be placed on the same shaft, 7. ¢., constructed in 
one machine, therefore there is nothing to prevent 
the continuous current dynamo eventually super- 
seding the alternate current machine if the success- 
ful introduction of regulators and candles, in which 
the before mentioned obstacles are overcome, can 
be effected. 

J. N. Shoolbred, C.E., in his paper read before 
the British Association in Sheffield, exhibited among 
other novelties, Charles F. Heinrich’s regulators and 
candles in which the carbon points can never come 
in actual contact while burning, and in which the 
light if accidentally extinguished, is relit partially 


instantaneously ; the lamps also possess several - 


novel features, which are very advantageous, when 
large open places and public halls have to be 
lighted up. 

Perhaps the chief novelty in the regulators and 
candles lies in the application of circular carbon 
pencils, instead of straight ones. This in the first 
place triples the burning time. Secondly, the cir- 
cular carbon pencils allow these lamps to be so con- 
structed that the mechanism which holds the carbon 
is placed adove the arc ; the inconvenience and loss 
of light caused by the shadow of the mechanism 
which exists in most other lamps is thus avoided. 

Figs. 1 and 2 show the regulator by which the 
feeding of the carbons is effected. 

From Fig. 2 it will be seen that the metal arms 
that hold two carbon pencils are kept apart by 
two chains (which may with advantage be two 
racks) connected with the regulating mechanism. 
The two arms fall in different directions by their 
own weight, but by crossing one of the chains the 
pulley to which both chains are attached will move 
in only one direction. This pulley gears with the 
spindle to which is fixed an escapement wheel and 
a ratchet wheel ; upon this ratchet wheel the lever to 
the right with the pawl acts, and by its movements 
separates the carbons, and upon the escapement 
wheel the lever to the left with the two pallets acts 
and regulates the feed of the carbons in the follow- 
ing manner : 

When a current is sent through the carbons for 
producing the light, it has to pass through both the 
magnets, as shown in Fig. 1, this will cause both 
armatures to be attracted, thus bringing both levers 
in action. 

The lever to the right, by leaving the dotted 
position, releases its pawl from its lifted point, drops 
it into the ratchet wheel, turning the latter as it 
moves forward to its limiting position; the amount 
of this motion is sufficient to separate the carbons 
for starting the arc. Before, however, the lever 
comes to a stop, it lifts the pawl out of the ratchet 


_ wheel by means of a stud, thus leaving the wheel 


free, but as at the same time the armature on the left 
with its lever comes into action, the outer pallet 
prevents the escapement wheel from returning, 
thus keeping the carbons separated. 

When now the carbon points become too far 
apart by burning away, the current becomes feeble, 
the magnet on the left loses some of its power of 
attraction, and allows the spring between the lever 
and inner pallet to come into action which forces 
this lever with the outer pallet backwards, thereby 
allowing the escapement wheel to advance, and 
to press the inner pallet (which is pivoted to the 


upper end of the lever) forwards, and this permits 
the escapement wheel to advance {ths part of a 
tooth, which tooth is then stopped by the inner 
allet. 

, By this action the carbons come sufficiently to- 
gether to increase the current, and thus the magnet 
on the left gains power, the armature will slowly 
(it is somewhat curious, but a fact that this action 
takes place sw/y) again be attracted, the -lever 
presses the inner pallet against the stud, and causes 
this pallet to leave the escapement wheel, and then 
the outer pallet returns to the escapement wheel, 
thus allowing the latter to complete the other 4th 
part of a tooth. 

Through this alternating play of the two pallets 
into the escapement wheel its advance will be re- 
gulated step by step so as to ensure the maintenance 
of the right distance of the arc. 

If no current passes the lamp both levers will be 
withdrawn so that there is nothing to prevent the 
carbon points from coming in contact at once. 

The lever to the left will be withdrawn by the 
spiral spring, which spring is so weak that it only 
withdraws the lever, if no current passes the lamp, 
or if the lamp becomes extinguished. The feed 
action, as before described, is produced by the 
spring between the lever and inner pallet. This 
combination prevents the carbon from coming into 
actual contact while burning. 

If the current should be suddenly broken or the 
lamp extinguished the carbon will thus immediately 
come in contact, and be relighted at once by the 
rapid action of the magnet to the right with its 
separating mechanism before described. 

These regulators can be constructed for any 
current whether alternate or continuous. 

Fig. B shows the form which the points of the 
carbon assume when alternate currents are used. 
Fig. A shows how one carbon can be set above the 
other so as to cause the light from the arc to be 
directed downwards. 

Besides the foregoing, I have succeeded in the 
construction of candles with circular carbon pencils, 
in which no clockwork nor any mechanism is 
required for the feed of the carbon. In this arrange- 
ment, which is shown by figs. 3 and 4, two sets of 
circular carbon pencils cross each other, and the arc 
is started and maintained at their crossing points. 

The lower set of circular carbon pencils is con- 
nected to the negative pole (if used for continuous 
currents), and the upper set, which crosses the 
lower set, is connected with the positive pole, and 
the upper set is movable, and fixed to the armature 
of an electro magnet. If no current passes through 
the candle, the upper set rests in contact with the 
lower. If a current passes, then the armature of 
the magnet will be attracted, and the arc be started 
between the crossing points of the two sets, in con- 
sequence of the upper set being withdrawn suffi- | 
ciently from the lower set to maintain the required 
distance of the arc. The feed of the carbons takes 
effect without changing the distance of the arc, and 
is done entirely automatically through the weight 


. Of their respective holder arms. 


These arms have on their turning point small 
bevel wheels, between which is geared a pinion— 
one to each set—this pinion prevents the arms from 
falling unequally, and keeps the burning point 
always in the same place. When alternate currents 
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are used, all four points will become nearly pointed. 
Fig. 5 shows the candle arranged on a lamp post, 
the carbon points, in this case, being set upwards. 
These candles may be constructed for any size of 
light, and will burn from 10 to 24 hours without 
change of carbon ; in fact, an advantage is gained 
by their being madein that shape. Itis very difficult 
to make long carbons accurately straight, and unless 
they are so the points will not preserve their proper 
position relative to one another when set in the 
lamp. The circular carbons being madein the form 
of a ring, and then cut into two parts, accurately 
keep their annular form,’ and always, therefore, 
will burn with their points in the same relative 
position. 

An important point attained by the use of the 
circular carbons is economy of space and port- 
ability ; when straight carbons are used, it is evi- 
dent that the length of the space occupied by the 
lamp cannot be less than that of the two carbons, 
whereas with the circular carbons the length occu- 
pied is reduced to less than one-third, thus rendering 
the lamp very compact. Practically, also, it must 
_ be evident that long carbons could be used without 
inconvenience, and thus the lamp could be kept 
burning for a very long time without renewals. 
The manufacture of the circular carbons presents 
no difficulty whatever. 

The whole system is most economical for lighting 
public halls and large open places, as the lamps can 
be fixed at an unusual height, with a reflector and 
glass globe, so that rain, wind and dust would have 
no effect, whilst they will cast their light to a long 
distance. 


PRODUCTS OF THE VOLTAIC ARC. 


SHORTLY before his death, the late Professor T. 
Wills, of Greenwich Naval College, made the im- 
portant discovery that nitric oxide is formed in the 
voltaic arc. Morerecently Professor James Dewar, 
of the Royal Institution, has determined the curious 
fact that hydrocyanic, or prussic acid, that deadly 
poison, usually distilled from laurel leaves or bitter 
almonds, is formed in small quantities in the 
voltaic arc. 

A series of experiments favouring the conclusion 
that the so-called carbon lines are invariably asso- 
_ ciated with the formation of acetylene (as suggested 
by Plucker, Angstrom, and Thalén) induced Pro- 
fessor Dewar to make some experiments to ascertain 
whether this substance can be extracted from the 
electric arc, which invariably shows this peculiar 
spectrum at the positive pole, when it is powerful 
and occasionally intermittent. For this purpose the 
carbons were used in the form of tubes, so that a 
current of air could be drawn by means of an 
aspirator through either pole, and the products thus 
extracted from the arc, collected in water, alkalies, 
and other absorbents. Gases may be led through 
one of the poles, and suction induced through the 
other, in order to examine their effect on the arc. 
The experiments were made by means of the 
Siemens’ and De Méritens’ magneto machines. 


Hydrogen led in by the positive pole, and the gases 
extracted, gave the well-known acetylene compound 
with ammoniacal sub-chloride of copper; while, at 
the same time, a wash-bottle containing water gave 
distinct evidences of the presence of hydrocyanic 
acid. Air drawn through the negative carbon gaye 
considerable quantities of hydrocyanic acid, which. 
was greatly increased by extracting the gases through 
the positive carbon. Carbons purified in chlorine 
and hydrogen gave with De Méritens’ nothing; with 
Siemens’, and a draught of air through the negative 
pole, a small quantity of hydrocyanic acid, but a 
larger yield when positive was used. The gases ex- 
tracted after the absorption of the hydrocyanic acid 
contained acetylene. Ifthe carbons are not purified, 
sulphuretted hydrogen is always found along with 
other gases. The inference to be drawn from these 


experiments is that the high temperature of the 


positive pole is required to produce the reaction, 
which is in all probability the result of acetylene 
reacting with free nitrogen, as when induction 
sparks are passed TX € the mixed gases, viz, : 
C, H, + N; = 2 HCN, and that the hydrogen is 
obtained from the decomposition of aqueous vapour 
and the combined hydrogen in the carbons. It is 
possible traces of alkaline salts in the carbon poles 
may favour the formation of hydrocyanic acid, but, 
as all attempts to purify the poles so as to stop the 
reaction failed, I am inclined to believe it is a direct 
synthesis. The acetylene reaction is one of the 
many remarkable syntheses discovered by Professor 
Berthelot, of Paris. The presence of sulphuretted 
hydrogen is doubtless due to the reduction of the 
sulphates, invariably present in the ash of the 
carbon. A more complete examination of the 
various reactions to be brought about by means 
of the Siemens’ arc, and with poles of varied com- 
position, and in presence of different gases, will be 
communicated to the society in a subsequent 
paper. 

The hard diamond-like deposit of carbon, which 
after a short time is found to obscure the interior of 
the globe of an incandescent carbon electric lamp, 
like the Sawyer-Mann, has also been made the subject 
of analysis by Mr. B.S. Proctor. The lamp examined 
was made by Mr. J. W. Sivan, and exhibited to the 
Newcastle Chemical Society in December last year. 
It consisted of a glass flask, which after being filled 
with nitrogen was exhausted by a Sprengel, and an 
incandescent pencil of carbon. It was, therefore, 
supposed to contain nothing which could carry 
carbon from the glowing pencil to the cooler sur- 
face of the glass around it. Platinum contacts 
were employed to connect the current with the 
carbon. 

Under the microscope the smoky deposit on the 
glass showed numerous bright globules, no doubt of 
platinum, and more minute particles of dark matter, . 
nebulous, under a }-inch objective. On exposing 
the glass to an oxidising heat, the deposit partially | 
disappeared, still leaving the glass partially darkened 
however. 

The platinum support was coated with dark sub- 
limate. The deposit on the glass was not entirely 
dissolved by agua-regia, and analysis showed that 
the soot contained platinum, carbon, andiron. The 
platinum globules might result from the disruptive | 
mw i which took place at the moment the lamp 
failed. 
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Correspondence. 


To the Editor of THE TELEGRAPHIC JOURNAL. 


Sir,—I observe from your description of the 
Siemens-Alteneck Alternating Current Machine, which 
was illustrated in your last issue, that the principle of 
the apparatus is that of employing flat circular bobbins 
moving through magnetic fields of alternating polarity. 
I would call your attention to the fact that the use of 
such an arrangement was described in my patent, 
No. 4,432, 1877, the illustration of the same being on 
sheet 6 of that specification. 

I am, Sir, &c., 


London, 10th September. J. RAPIEFF. 


Aotes. 


Tue Belle-Cour Theatre at Lyons is to be lit by 


electricity. 


THE ac Telegraphique, for August 25th, con- 
tains a detailed annexe to the International Telegraph 
Convention of St. Petersburg, embodying the revision 


which took place during the recent conference at . 


London. 


Ep1son’s latest electropyre, or electric burner, con- 
sists of a small cylinder of pure zircon, heated to 
whiteness by a surrounding coil of platino-iridium 
wire. 


Episow’s call for platinum for his electric lamp has 
been responded to with interest by Western “ pro- 
spectors,” and a crystalline vein of it has been found in 
a seam of talc in Santa Clara County, California. The 
schistose rock in which the talc is imbedded was found 
to be so hard, however, that the work of quarrying 
proved unprofitable. Prof. Stewart, nevertheless, thinks 
that with proper tools it might be made to pay. Drift 
platinum was once found along with gold in old 
diggings of Trinity and Humboldt Counties, and the 
same authority recommends search in that region. 


THE s.s. Faraday has returned to the Thames after 
successfully laying the ocean section of the new French 
Atlantic Cable from Brest to St. Pierre, a distance of 
1800 miles, 


THE s.s. Dacia recently left for the Mediterranean to 
lay a duplicate cable between Marseilles and Algiers, 
which has been made by the India-rubber and Gutta- 
percha Telegraph Company. Mr. W. H. Preece, who 
recently suffered an injury to his leg which incapacitated 
him from active service, has, we believe, gone with her 
as a guest. MT. Graves is also on board. 


THE remains of the late Sir Rowland Hill, the 
originator of the penny postal system, were interred in 
Westminster Abbey on Thursday, September 4th, at 
noon. The funeral, which was very plain, was 
attended by many eminent men, statesmen, repre- 
sentatives of the postal department, and old friends. 
The service was conducted by Canon Duckworth. 


_ CAPITAL PUNISHMENT BY ELECTRICITY.—Electricity 
is regarded by many as the probable means of legal 
punishment by death or torture; and the Paris papers 


are forcing these views to take a practical shape 
by discarding the guillotine and substituting a fatal 
electric shock instead. By electricity, they argue, in- 
stantaneous death can be inflicted without the hideous 
and unclean concomitants of the decapitating machine, 
and with the certainty that consciousness will not survive 
thestroke. Weare notso sure of this latter result in all 
cases, at least at first, but, doubtless, steps would be ~ 
taken to guard against miscarriage of penalty. The 
death would be painless, for it would occur before the 
organs of feeling could act, and therefore it would be 
humane. There is reason to believe, that when the 
French Chamber reassembles a bill will be brought in 
to effect the end in question, 


A curtous ACOUSTICAL ILLUSION has been pointed 
out by M. Plumandon, of the Puy de Dome Observa- 
tory, which some of those who use a pair of telephones in 
receiving may have observed. With asingle telephone 
held, say to the right ear, the transmitted voice appears 
to come from a distance to the right ; while with a tele- 

hone held to the left ear, it seems to arrive from the 
eft of the listener. With a telephone to each ear if 
one ear be less sensitive than the other, or if the tele- 
phone be held farther from that ear, the voice shifts to 
the side of the other ear; and if both ears hear alike 
and both instruments are equally near their respective 
ears, the voice apparently proceeds from in front of the 
observer. 


A NEW comic opera to be produced in Baltimore, - 
America, bears the name of “The Electric Light.” 
Some talented low comedian, a Yankee Lionel Brough 
or J. L. Toole could make excellent capital out of a 
burlesque of Edison and his wonderful lamp. Here is 
an opportunity for histrionic fame. 


Ow1nca to the bad state of the telegraph lines to 
Morocco, messages are now sent by post from the South 
of Spain. Those for Tangiers, Tetuan, and the West 
Coast of Morocco should be addressed to the Spanish 
Telegraph office of Tarifa; those for Melila, Chafari- 
nas, Pefion and Albrucemas, to Malaga, and those for 
Ceuta to Algesiras. 


THE death is announced of Herr Lamont, director of 
the Observatory of Munich, and one of the fathers of 
electric meteorology. 


Mr. Gapp, the registered proprietor and Mr. Allen, 
the publisher of the /nvestigator, appeared at the 
Guildhall Police court, on Thursday, September 4th, 
in answer to a summons charging them with having 
published defamatory libels, concerning’ Mr. Croll, the 
official liquidator of the United Kingdom beige ee 
Company. Mr. Croll gave a general denial of the 
statements. Mr. Allen intimated through his council 
that as soon as he had found out that there was any- 
thing objectionable in the paper he had ceased to sell 
it, and requested that his name should no longer appear 
as publisher. The summons against Mr. Allen was 
thereupon withdrawn, and that against Mr. Gadd came 
on for hearing, on Tuesday, September gth, when it 
was decided to commit the latter for trial. 


Mr. CLINTON G. CoLGATE, the lawyer who recently 
obtained an injunction against the Western Union 
Company of America, for the use of gutta-percha covered 
wires and cables, has also obtained one against the 
Gold and Stock Company. The royalty which these 
companies will require to pay has not yet been decided 
upon. The Bishop Gutta-percha Company also pay a 
royalty for manufacture of such wires and cables; but 
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they are restrained from supplying these two companies 
until the litigation has been settled. 


Tue German-Norwegian Cable, via Sylt, has been 
successfully laid, the work being completed on the 
22nd ult., when the town of Westerland at the Nor- 
wegian terminus of the line was decorated with the 
flags of Germany, Norway and England. 


A NEW telegraph wire, especially applicable for 
military lines, is being made and tried in Germany. It 
consists of a compound iron and aluminum wire, com- 
bining lightness with strength and conductivity. 


An attempt is being made to establish a telephonic 
exchange in Manchester on the American plan. The 
apparatus to be employed is Bell’s receiver and Blake’s 
microphone transmitter. 


St. ELMo’s Fire was recently witnessed on a mag- 
nificent scale in the me above St. Cergues. During 
a thunderstorm which overshadowed the region, a pine 
forest above St. Cergues was seen to blaze with a light 
like the phosphorescence of a tropical sea. After every 
discharge of lightning, however, the fire was mo- 
mentarily extinguished. Rain had converted the trees 
of the forest into good conductors, and when the 
strongly-charged cloud passed over ‘+e bristling points 
of the firs, the induced discharge tnerefrom gave the 
whole forest a luminous appearance, which vanished for 
a time after every withdrawal of the exciting charge by 
lightning. 


Epison’s CHALK CYLINDER BATTERY.—It has been 
found by Edison that the chalk cylinder and platinum 
rubber which he employs in his electro-chemical tele- 
phone acts as a battery or generator of electricity 
giving an electro-motive force equal to half of that 
from a Daniell cell. Four of these cylinders of pre- 
pared chalk were mounted by him on a non-conducting 
axle, the platinum rubber of each being connected to 
the metallic boss or journal of the next, and on rotating 
the axle a current could be drawn off from the last 
rubber and the first boss of the series. These four 
cylinders are said to be equivalent to two Daniell cells, 
but the power varies somewhat with the speed of rota- 
tion. The battery has a resistance of 1,200 ohms. 
when at rest and only 50 ohms. when in motion for 
4.inch metallic surface of rubber. Whether the current 
is due to the chemical solution on the chalk has not yet 
been determined. 


THE ELectric Ray AND THE TELEPHONE.—Some 
time ago we chronicled the fact that M. Marey had 
studied the discharge of the electric eel by means of 
the telephone, and found it to consist of a rapid inter- 
mittent current. Taking the hint from M. Marey, 
another French savant, M. Ch. Robin, who first proved 
that the electric Ray had a battery in its tail, has been 
investigating the discharge of that animal by the same 
means. The wires leading from the telephone were 
terminated by metal plates, one of which was placed 
on the tail of the Ray near the two caudal fins, while the 
other was placed on the body itself at the base of the 
tail at a point where the electric apparatus of the 
animal is no longer under the skin. The telephone 
was, of course, applied to the ear of the observer. At 
each discharge from the larger Rays a dull sound was 
heard in the telephone, but of feeble volume compared 
to the sounds produced by the discharge of the eel or 
torpedo, owing to the small size of the Ray generator. 
The sound had in fact only a fourth of the intensity of 
that given by a young torpedo no larger than the palm 
of the hand. 


DISTILLATION OF LIQUIDS UNDER THE INFLUENCE 
oF ELECTRICITY.— It has been found by M. Gernez 
that if a liquid be introduced into an inverted (J tube, 
having the platinum electrodes inserted into its two 
extremities, and connected to a Holtz machine, and if 
the air is exhausted from the tube leaving the liquid to 
cover the electrodes, then on turning the machine so as 
to electrify the two columns of liquid, there will be a 
passage of liquid by evaporation from the positive tothe 
negative pole. The action is distinct, regular, and, for 
certain liquids, rapid. This result has been shown b 
M. Gernez to be due not merely to the heating of the 
liquids; and he has found that the quantity of liquid 
transported is proportional to the quantity of electricity , 
in play, and does not depend sensibly on the open 
surface of the liquid. 


RowLanp’s THEORY OF THE AURORA.—Professor 
Rowland, of Baltimore, has recently framed a theory of 
the aurora borealis, which is founded on the supposed 
electrification of the earth—for the most part on the 
exterior of the atmospheric envelope. According to it, 
air currents from the equator carry the electricity 
towards the poles, where the descending air leaves it, 
and the condensation thus produced in these regions is 
relieved by discharges, which appear under the guise of 
northern lights. The total effect of this process would 
thus be to cause a difference of potential between the 
earth and the upper regions of the air, both at the poles 
and the equator. At the poles, however, the discharge 
takes place in the dry atmosphere. At the equator, the 
electrostatic attraction of the earth, for the upper 
atmospheric layers, causes the atmosphere to be in 
unstable equilibrium. At some spot of least resistance, 
the upper atmosphere rushes toward the earth : moisture 
is condensed, and a conductor thus formed on which 
electricity can collect; and so the whole forms a con- 
ducting system, by which the electric potential of the 
upper air and the earth become more nearly equal, 
This is the phenomenon known as the thunderstorm. 
Hence, were the earth electrified, the electricity would 
be carried to the higher latitudes by convection, would 
there discharge to the earth as an aurora, and, passing 
back to the equator, would get to the upper regions as 
a lightning discharge, once more to go on an unending 
cycle. 


ELECTRO-OPTIC PROPERTIES OF Liguips.—In the 
Philosophical Magazine for August, Dr. J. Kerr, of 
Glasgow, publishes the details of a series of experiments 
on the power possessed by the silent electric discharge 
of inducing double refraction in various liquids. The 
mode of experimenting consisted as follows: the 
liquid to be tested was placed in a square glass cell, 
having brass discharging knobs let into two of its 
opposite walls, so that a discharge from an electric 
machine could be sent across it between the knobs. 
Through the liquid in the cell at right angles to 
the line of electric discharge, a beam of light from 
a flat paraffin flame, and polarised by passage through 
a Nicol prism, was sent; and between the cell 
and the observer’s eye, the light passed through com- 
pensating plates of strained glass, a neutralising plate, 
and the analysing Nicol prism. When everything has 
been properly adjusted, the streak of polarised light 
reaching the observer’s eye, is purposely extinguished; 
and then the discharge is applied to the liquid, with the 
effect of restoring the extinct light. With carbon 
disulphide, which is the best dielectric yet discovered, a 
small movement of the electro machine, one turn or 
less, gives a very fine restoration of the light in the 
polariscope. As the potential rises, the light increases 
steadily until it is quite brilliant; but if a spark be 


— 
L 


VR 


SEPTMBEER 15, 1879.] 


THE TELEGRAPHIC JOURNAL. | so" 


taken upon the knuckle from the prime conductor of 
the machine at any point, the phenomenon instantly 
vanishes. Benzol, toluol, xylol, cumol, cymol, terebene, 
amylene, and carbon dichloride, were in this way 
found to be very good insulators by this apparatus, in 
comparing the striking distance of the prime conductor, 
when the wire connecting it with the cell was in and 
out of position successively. Valeric acid was found to 
be a poor insulator, as also was bromotoluol. Nitro- 
benzol gave no optical effect, and is really a good con- 
ductor. Young’s paraffin oil, sp. gr. ‘814, one of the 
lightest illuminants made, was found to be an excellent 
insulator ; while another sample of sp. gr. ‘890, one of 
the heaviest lubricants made, is also a good insulator ; 
and no liquid which the author has yet examined, 


except C S, is superior to it in the strength and range 


of its electro-optic action. 


WE have pleasure in directing the attention of such 


of our readers as are interested in photography to the | 


gelatino-bromide dry plates of Messrs. Wratten and 
These gentlemen succeed in producing 
plates which for quality, rapidity, and simplicity of 
development, leave nothing to be desired. Having 
used them ourselves we do not hesitate to recommend 
them to all who wish to take photographs of electrical 
apparatus, and instruments, or retain mementos of 
the places where they are at present engaged. 


A REMARKABLE portable camera, suitable for land- 
scape work or portraits, is sold by the Sciopticon 
Company, for the small sum of sos. This will take 
plates 6¢ inches by 4} inches. If a more substantial 
apparatus be desired, the amateur cannot do better 
than write to either of the above firms, who supply 
anything required in photography, and at most reason- 
able prices, 


Reviews. 


dnstructions for Testing Lines, Batteries, and Instru- 
ments, and Guide to the Technical Arrangement of* 
Telegraph Offices in India. By Louis SCHWENDLER. 
Second Edition. Vols. I. and II. Revised by 
R. S. Brough. 


IT is now some years since the series of pamphlets, 
of which these volumes are a re-arrangement, were 
written. In issuing the Instructions in the present 
form, revisions and considerable additions have been 
made, and necessarily with great advantage. In the 
hands of such.an experienced and able electrician as 
the late lamented Mr. Brough, much really useful 
matter has been added. Attention is called, in a 
memorandum at the commencement of Vol. I., to 
some of the chief alterations which have been made. 
The first of these relates to the nomenclature of 
units, in which we observe that the unit of 
“Quantity” has been called the “ Weber,” and the 
unit of “Current” the “Oersted.” Whilst quite 
agreeing that these names would have been well 
chosen in the first instance, yet we must point out 
that the Committee of the British Association, in 
their report upon Electrical Standards, have assigned 
the name of “ Weber” to the unit of Current, and 
Not of Quantity, the latter being left without a 
name, an omission which is to be regretted. Mr. 
Brough is not, however, singular in his error, as we 


know of at least one other work in which the same 
mistake has been made. 

In dealing with the theory of the Wheatstone 
bridge, although the questions involved have been 
well considered up to a certain point, there the 
matter has stopped, and the same omission has 
been made, to which we called attention in noticing 
Mr. Schwendlers Testing Instructions (the first 
volume of which was published a short time ago by 
Messrs. Triibner) viz. :—that, although the conditions 
for an absolute maximum of sensitiveness are given, 
yet it has not been shown how widely these con- 
ditions may be departed from without materiall 
affecting the object in view. In most, if not all, 
cases of the kind, this divergence may be consider- 
able; let us take a simple instance. The magnetic 
force, with a given current strength, produced by 
the coils of a galvanometer or electro-magnet, is 
proportional to the number of convolutions within 
a given space, and also, within a given space the 
number of convolutions is proportional to the square 
of the resistance g of the galvanometer or electro- 
magnet. The current strength flowing through the 
coils is inversely proportional to the total resist- 
ance in the circuit; hence, if we call R the external 
resistance, we shall have :—magnetic effect Mis 


vi 


£+R 
where K is a constant depending upon the electro- 
motive force of the battery, shape of the coil, &c. 

Now, if we differentiate the fraction with respect 
to g, and put it equal to 0, we then get the well- 
known proof that to obtain the maximum effect the 
resistance of the galvanometer or magnet should 
equal the external resistance ; thus 


d M I [ (e+e) I Jz 
— — = 2 = 9 
at a maximum ;:0r 


M = x K pd 


that is 

% 
But now let us examine the magnetic effect 
equation. To do this let us put R— 2%; we then 


have fi 


n 


Now, to obtain the maximum effect we must have 
2 = 1, then 


Let us now suppose z = 9, we then get 


/R 1+9 
or, in other words, although we have made g but 1th 
of what should be its theoretical value in order to 
obtain maximum sensitiveness, yet by so doing the 
sensitiveness has only been reduced in the ratio of 
3°3 to 2. Or, again, taking the case of the Wheat- 
stone bridge, supposing that the theoretical resist- 
ance of the galvanometer for maximum sensitiveness 
in making a particular test had been 900 ohms, and 
supposing that when equilibrium had been nearly 


| 
| 
| 
| 
| 
| | 
| 
e 
of 
S 
e 
e 
e 
ts 
ic 
Ss. 
: M = J 2 
R 
i 
all 
e, 
as 
ht | 
| 
he 
| 
or | 
he | 
ses 
be 
| 
| 


308 THE TELEGRAPHIC JOURNAL. 


[SEPTEMBER 15, 1870. 


but not quite arrived at, a deflection of the needle of 
3°3 divisions from zero had been obtained, then if 
the resistance had been made 100 instead of 900, the 
deflection would only have been reduced to 2°. Pre- 
cisely the same result is obtained if g is made nine 
timesits proper value. It is a somewhat interesting 
fact that in determining the conditions for maximum 
sensitiveness in a very great number of tests, an 
equation of nearly the form first given is obtained, 
and an analysis made in the manner shown would 
yield very similar results. 


The chapters on Line Testing contain a great 


deal of useful information, and, as a rule, are very 
free from the unnecessary formula which it is the 
fashion to overload books of the kind with, under 
the plea of making explanations clearer and tests 
more accurate. 

The Indian wire gauge, which is employed in the 
telegraph service in India, and a table of which is 
given, we notice, is based on the weight per mile 
of the wire; this, for various reasons, is found to 
be a very convenient gauge. 

In the chapter containing the foregoing, some 
interesting details are given concerning the state 
of efficiency of the insulation of the Indian lines 
and the great variation it undergoes during the 
day from climatic changes. Experiments made 
on the Hydrabad lines gave the insulation as 8 
megohms per mile in the afternoon during Septem- 
ber (S.W. monsoon); this fell to ‘08 megohms 
per mile in the early morning, and then increased 
again one hundred fold as the day advanced. 
Considering that the lengths of the lines in India 
are such that, in making a test, the insulation 
resistances cannot be disregarded in comparison 
with the conductivity resistances, the difficulties in 
accurately localising faults from the continual 
variation of the insulation may well be imagined. 

Attention is drawn, in the memorandum before 
referred to, to the addition in the book of De Sauty’s 
capacity test. Now, we are inclined to think, from 
the fact of this test being given in most text 
books dealing with electrical testing, that it has 
never been made, except theoretically. Practically, 
the test is almost useless if any pretence to accuracy 
is required, the reason being that, when any ap- 
proach to a balance becomes to be made, the 
quantity of electricity discharged through the gal- 
vanometer becomes so small, and of such extremely 
short duration, that practical balance is obtained 
long before theoretical balance is arrived at, even 
with a very sensitive Thomson galvanometer. 

At the end of Vol. I., the system of compiling the 
tests is illustrated, and much valuable information 
2 thus recorded, and that in a very convenient 

orm. 

Vol. II. of the work chiefly deals with testing and 
working apparatus ; but, at the commencement, the 
testing of batteries, &c., with the tangent galvano- 
meter, is both theoretically and practically con- 
sidered, and that in a very clear manner, the 
conditions for making accurate tests being well 
examined. 

The system of earth testing adopted hardly seems 
an entirely satisfactory one, as it practically can 
only show whether the resistances between the earth- 
plate and two other earths contiguous to them are 
small, and not whether the resistance between the 
particular station and other stations is small. If the 


station at which the tests were made, to take a sy 
positious case, stood in a rocky basin, which insulated 
it from the other parts of the country, the tests recom- 
mended would prove little or nothing of any value; | 
they would prove whether the earth-plate itself 
were insulated, by its surface being completely 
oxidised or rusted (if of iron), but faulty earths are 
not always caused by such strictly local effects, 
though in many cases they are so, as is pointed 
out. 

The local products of India seem in many cases 
very suitable for telegraph stores ; sal-ammoniac is 
a common article of commerce for instance, and for 
cleaning the coppers and brass-work of the batteries 
“tamarind” water is found highly efficient. 

In speaking of “double current” working, a fact 
not generally known is pointed out, viz., that this 
kind of working does not diminish retardation due 
to the electrostatic capacity of the line, a fallacy 
disposed of by Prof. F a, Jenkin, in a number 
of the Philosophical Magazine for 1863. 

In the sections devoted to Duplex Telegraphy, 
the theories of the different systems are but briefly 
entered into, and nothing is lost by their being 
so treated. In comparing the “differential” with 
the bridge method it is shown that the former 
is more economical than the latter, as regards 
battery power, in the proportion of 4°0 to 2°4, and 
is less affected by variation of the line resistance 
in the proportion of 2°3 to 2°o. The quadruplex is 
also briefly explained, and a full illustrated descrip- 
tion of Preece’s railway block instruments, which 
are employed to some extent in India, completes 
the volumes, which are undeniably very useful and 
creditable productions. 


Electric transmission of Power ; its present position 
and advantages. By Pacer Hiaes, LL.D. Lon- 
don: E. & F. N. Spon. 


THE scientific mind of the world is becoming awake 


to the fact that electricity will play an important 


part in the future as the swift vehicle of power. At 
present, very little has been done to make an 
economic success of electro-motive transmission ; 
but still something has been done, and the feasibility 
of the process demonstrated. Dr. Higgs has, there- 
fore, taken time by the forelock, and collected into 
a handy little book—we might rather say pamphlet 
—all the most reliable data on the subject, together 
with some of his own experimental results. He 
first describes the most prominent dynamo-electric 
machines, then considers the mechanical ratio of 
the efficiency of this mode of transmission and its 
applicability either to long or short distances, and 
finally sums up the most patent advantages of em- 
ploying electricity for the purpose in hand. There 
are several valuable references throughout the book ; 
but if the author had given a full list of authorities 
and papers on the question he would have materially 
assisted enquirers. 

The fact, as pointed out by Professors Houston 
and Thomson, that electro-generators of 1,000 H.-P., 
as proposed at first by Dr. Siemens, are not really 
necessary for the transmission of power by electricity 
for great distances, that conductors of immense size 
are not required, and that some 48 per cent. of the 
original electric energy can be utilised for work, 
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combine to make the electrician sanguine as to the 
promise of this method of conveying power. This 

rcentage of reclaimed energy is more than can be 
obtained from compressed air, and is almost as much 
ascan be yielded by means of hydraulic transmission. 
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by S. H. Short). Dated Aug. 23. 


3410. “Electric batteries.” W. Morcan Brown 
(communicated by W. F. E. McCarty). Dated Aug. 
25. Complete. | 


. ““Galvanic batteries.” R. C. ANDERSON. 
Dated Aug. 26. 


3472. ‘Improved compounds or combination of 
ingredients for insulating and coating telegraph wires 
(submarine and land). A. WILKINSON. Dated 
Aug. 28. | 

3525. ‘Telegraphic recording apparatus.” R. K. 
BovLeE. Dated Sept. 3. 

3543. “Improvements in electro-magnetic induction 
apparatus and in the means of neutralising induced 
currents by the aid of such apparatus.” R. 
CourTENAY. Dated Sept. 3. 


ABSTRACTS OF PUBLISHED 
SPECIFICATIONS.—1879. 


211. “ Producing and applying electric currents for 
lighting, &c.” JoHN RapieFF. Dated Jan. 18. 
is. 10d. This describes a new dynamo-electric 
machine in which non-magnetic or dia-magnetic 
cores are employed in the electro-magnets to lessen 
absorption of the magnetism. Various plans for 
making and arranging the electro-magnets are also 
illustrated with different forms of Rapieff's electric 
lamp. 


220. ‘ Telephones.” W.R. LAKE (communicated by 
F, Blake, Jr., of Weston, Mass., U.S.). Dated Jan. 20. 
6d. This describes a microphonic telephone transmitter 
having both carbon electrodes or microphone contact 
pieces free to move with the diaphragm, instead of only 
one, asusually employed. One of these is made heavy 
so as to offer inertia to the rapid vibrations of the 
diaphragm. | 

259. ‘“ Lamp or apparatus for shading the electric 
or other lights, &c.” T. W. GRIEVE. Dated Jan. 22. 
6d. This consists in arranging coloured or opaque 
glass, or other shades for electric or other lights so that 
they can be raised or lowered in any order. The shades 
are lowered by means of a cord and pulleys. 


277. ‘Electric lighting.” Sicismunp CoHNE. 
Dated Jan. 22. 4d. This consists in making electric 
candles of ultramarine, either pure or mixed with 
carbon, kaolin, plaster of Paris, molasses, or powdered 


metal, preferably copper. The composite candles are | 


made into a paste, moulded, and then baked to char 
the molasses and sublime the sulphur. They are con- 
stant in resistance and consume slowly. To increase 
the conductivity of the candle it is put into a zinc tube 
before being baked and the baking sublimates the zinc 
and drives it into the candle. 


299. ‘‘ Apparatus for producing light by electricity.” 
H. J. HappAN (communicated by E. Molera and J. 
Celrian, San Francisco, U.S.). Dated Jan. 24. 10d. 
This plan for distributing electric light by pipes and 
lenses was illustrated in the TELEGRAPHIC JOURNAL 
for July 15. | 

307. “Insulated wires and cables.” W. MosELey 
Dated Jan. 24. 2d. The wire is covered with a jacket 
of horse-hair saturated with melted resin or gum mixed 
with oil to toughen it. It is then enclosed in a double 
sheathing of copper or other metal with tin between the 
double sheath. Not proceeded with. 


315. “Apparatus for transmitting and receiving 
articulate and other sounds.” F, A. Gower an 
CoRNELIUS ROOSEVELT. Dated Jan. 25. 6d. This 
describes Gower’s well-known telephone. See TELE- 
GRAPHIC JOURNAL for March 1. 


332. “‘ Obtaining currents of electricity.” W. B. F. 
ELPHINSTONE, BARON ELPHINSTONE, and C. W. 
VINCENT. Dated Jan. 27. 6d. This describes a 
dynamo-electric machine in which the lines of terres- 
trial magnetic force are used to assist the artificial 
magnetic field. 


General Science. 


THE SEA-MoLe AND Bi-AUTOMATIC GrapneL,—An 
ingenious diving-bell, called the ‘‘ Sea-Mole,” was on view 
in the Italian section of the Paris Exhibition. It is the 
invention of Signor Toselli, and consists of a hermetically 
closed iron cabinet or bell, containing a reservoir of air. 
It can be steered by the diver himself, and he can descend 
or rise in the water with it at pleasure. Lead weights and 
air pipes are consequently dispensed with, but a rope in 
connection with the surface is necessary. It is furnished 
with the electric light, which the diver can set glowing. 
There are glass windows for him to see by, and holes to 
put out grapnels, to grasp kegs, boxes, and other objects 
on the bottom, as well as artificial hands to seize pearl 
oysters, sponges, shell-fish, submarine cables, or shears to 
cut torpedo wires. 


A SCIENTIFIC PropHecy.—The discovery of the 
planet Neptune, after it had been foretold by Adams and 
Leverrier, the realisation of. Mendelejeff, the Russian 
chemist’s prediction, that certain chemical elements 
existed, are well-known instances of scientific prophecy ; 
but a more recent and not less remarkable case has 
occurred in Mr. Pliny Earle Chase’s harmonically indi- 
cated planets. Mr.'Chase, detecting a harmonic relation 
(foreshadowed by Bode’s law) between the mean dis- 
tances of the planets and the sun, was led to suspect 
the existence of three intra mercurial planets. His 
arguments were published in the American Philsophical 
Society for 1873. Now it appears that the third of 
these planets seems to be the interior planet lately dis- 
covered by Prof. Watson. The elements of the planet 
are as follows : 

Distance, Time. 

As computed by Gaillot - ‘164 24°25 days. 

As predicted by Chase - - ‘165 24°50 ;, 
The other two predicted planets remain as yet undis- 
covered. 


A MONUMENT is to be raised to Julius Robert Mayer. 
PINTscH’s Rattway Licuts.—Mr. Julius Pintsch’s 


system for lighting railway trains, or other vehicles, 
buoys, and steamers, is perhaps the most successful of 
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all the plans for lighting carriages by gas. It is used 
on many of the German and Russian railways, the 
Prussian mail trains and state carriages, and has been 
adopted by the Metropolitan Railway Company in 
England. The gas employed is oil-gas, distilled from 
refuse petroleum or grease in retorts specially designed 
by Mr. Pintsch. It is compressed to six atmospheres 
into two holders fitted underneath each carriage. 
These two holders supply the four lamps necessary tor 
the four compartments of the carriage, one jet being 


sufficient to light a compartment sufficiently to enable _ 


travellers to read during a night journey. The gas is 
supplied to the lamps by pipes through the medium of 
an automatic regulator, which maintains the stream of 
gas uniform, and thus provides a steady light whatever 
be the oscillations of the carriage. This regulator is 
an essential feature in the success of the system. It 
operates by means of a lever controlling a valve in the 
pipe, the lever being actuated by the pressure of the 
gas ona membrane. The burner employed is a small 
fish-tail; and there is a device for suddenly lowering 
the light in the case of trains passing through tunnels 
and daylight spaces alternately. Pintsch’s plan gained 
the 1877 gold medal offered by the Society of Arts for 
railway lamps, and also Exposition medals at Moscow, 
Vienna, &c. Its economy over coal gas or oil lighting 
is nearly 50 per cent., and the light which it gives is 
superior to these methods, Oil gas is richer than coal 
gas, and gives 34 times the illuminating power. In 
addition it does not lose its hydro-carbons so readily 
by compression, hence its employment by Mr. Pintsch. 


MicHaup’s Puototypes.—M. Michaud, a Parisian 
chemist, has succeeded in taking metallic casts from 
bichromated gelatine plates, directly engraved by 
photography. The process consists in melting an alloy 
of mercury and d’Arcet metal (an alloy of bismuth, tin, 
and lead) in a metal box, and gently impressing the 
graved gelatine plate face downwards on the surface of 
the fluid metal. When the metal has cooled again it 
becomes hard, and the negative can be separated from 
it, leaving the cast which can be utilised for blocks in 
typographic printing, or in lithography. Electrotypes 
may also be made from it for copper-plate printing. 


City Hotes. 


Old Broad Street, Sept. r1th, 1879. 


‘MEDITERRANEAN ExTENSION TELEGRAPH COMPANY 
(LimITED).—The 44th ordinary general meeting of the 
shareholders of the above Company was held on Tues- 
day, August 26th, at the Cannon Street Terminus Hote!, 
under the presidency of Sir James Carmichael, Bart., 
the Chairman of the Company. The report of the 
directors for the half-year ended the 3oth June last 
stated that there was a slight improvement over the 
previous half year, which was as much as could be ex- 
pected under the protracted depression of commerce 
everywhere prevalent. The balance of the cost of re- 
pairing the cables referred to in the last report had 
entailed the necessity of applying to the Treasury for 
the full amount due under the guarantee, A telegraph 
conference had lately been held in London, at which the 
delegates of the various governments revised the rules 
and regulations affecting the international service, and 


determined to substitute a word tariff in Europe in place / 


of the present system of charging the same sum fora 
message of twenty words, or less than twenty words. 


The Company’s cables were in efficient working order 
They recommended the payment of the usual dividend 
at the rate of 8 per cent. per annum on the preference 
stock, less income tax, and of a dividend at the rate of 
3 per cent. per annum, free of income tax,’on the 
ordinary stock, payable on and after the 1st proximo, 

The revenue account stated that the receipts for 
messages during the half year had been £2,072, and 
the amount due from the Government under the 
guarantee was £3,600. The expenses of the offices 
and stations came to £1,877, the repairs of the Malta 
and Corfu cables to £2,140, and the amount available 
for dividends was £3,053.—The chairman in movin 
the adoption of the report, stated that he did not intend 
to detain them at any length, or to make any special 
observations, but he wish to call their attention to one 
subject—The Telegraph Conference. The conference 
was held in London, and sat for some weeks, and the 
Company was represented at it by their secretary, Mr, 
Tombs. After considerable discussion, it was ultimatel 
decided that a general word-rate. should be adopted 
throughout Europe. This was a great change to make, 
and, as regarded its effect on the receipts of the Com- 
pany, it was very difficult to predict, but his individual 
belief was that it would be beneficial to the Company, 
as small traders, those interested in the fruit, vegetable, 
and fish trades, would be more disposed to pay fifteen 
centimes per word instead of, as at present, so man 
francs per message of twenty words.—The Hon. Ashley 
Ponsonby seconded the motion.—Mr. Robinson suggested 
that some provision should be made to prepare against 
the termination of the subsidy.—The Chairman said if 
the shareholders were willing for this purpose to forego 
50 per cent. of their dividend, the Board would have 
no objection. They would consider the proposal be. 
tween this and next meeting. The report was then 
adopted, and the dividends recommended declared. 
The retiring directors, Mr. Gurney and Captain A. T. 
Hamilton, were re-elected, as were also Messrs. All- 
wright and Robinson, the retiring auditors, and the 
proceedings then terminated in the usual manner. 

The foliowing are the final quotations of telegraphs: 
—Anglo-American, Limited, 52$-534; Ditto, Preferred, 
81%-824; Ditto, Deferred, 262-273; Brazilian Sub- 
marine, Limited, 6£-7; Cuba, Limited, 74-8; Cuba, Limited, 
10 per cent. Preference, 155-163 ; Direct Spanish, Limited, 
14-24; Direct Spanish, 10 per cent, Preference, 114-113; 
Direct United States Cable, Limited, 1877, 104-10}; 
Eastern, Limited, 7¢-8; Eastern, 6 per cent. Debentures 
repayable October, 1883, 105-108; Eastern $ per cent. 
Debentures repayable August, 1878, 101-103; Eastern, 
6 per cent. Preference, 11$-12$; Eastern Extension, Austra- 
lasian and China Limited, 7-8; Eastern Extension, 6 per 
cent. Debenture, repayable February, 1891, 105-108; 5 per 
cent. Australian Gov. Subsidy Deb. Scrip, 1900, par 1 
pm; Ditto, registered, repayable 1900, par 2 pm; Ger- 
man Union Telegraph and Trust, 74-8 ; Globe Telegraph 
and Trust, Limited, 4£-5 ; Globe, 6 per cent. Preference, 
11-114; Great Northern, 84-83; Indo-European, Limited, 
21-22; Mediterranean Extension, Limited, 23-3; Medi- 


terranean Extension, 8 per cent. Preference, 9-9# ; Reuters,’ 


Limited, 9-10; Submarine, 222-227; Submarine Scrip, 
2-24; West Coast of America, Limited, 1-14; West India 
and Panama, Limited, 14-14; Ditto, 6 per cent. First 
Preferer.ce 7-73; Ditto, ditto, Second Preference, 63-743 
Western and Brazilian, Limited, 3-33; Ditto, 6 per cent. 


Debentures “ A,” 94-98, Ditto, ditto, ditto, “ B,” 87-9250 
Western Union of U.S. 7 per cent. 1 Mortgage (Build- © 


ing) Bonds, 118-122; Ditto, 6 per cent. Sterling Bonds, 
104-106; Telegraph Construction and Maintenance, 
Limited, 31-314; Ditto, 6 per cent. Bonds, 106-108; 
Ditto, Second Bonus Trust Certificates, 23-23; India Rub- 
ber Co., 12-125; Ditto, 6 per cent. Debenture, 103-108. 
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ELECTRIC LIGHT APPARATUS, 


F'OR EXPERIMEN TS, &e. 


ii M 
hus 


N Oo. 1 Set—Price £5.—This Apparatus consists of a side Electric Lamp, with silvered : 
copper reflector; a powerful Galvanic Battery of 10 cells, with sufficient acids, &c., to work it several.times, 
and all the necessary connections and conducting wires. 


No. 2 Set—Price £10.—This Set is similar to No. 1, but the battery consists of 30 cells, and is 
capable of lighting up brilliantly a moderate sized shop or room. 


No. 3 Set—Price £20.—This set is similar to the preceding, but the battery consists of 50 large 
sized cells, and the illuminating power is much greater. 


APPARATUS FOR USE WITH THE ELECTRIC LIGHT. 
Batteries, Carbons, Conducting Wires, Regulators, &c. 


Agents for HICKLEY’S PATENT TELEPHONES, price £2 10s. per pair 


PRICE LISTS of SCIENTIFIC APPARATUS and CHEMICALS, Post Free 3d. each. 
SPECIAL QUOTATIONS TO THE TRADE AND LARGE CONSUMERS. 


WM. JACHESON che CoO. 


(J. ORME & H. M. CAPNER.) 


65, BARBICAN, LONDON. 


MAGNETIC AND ELECTRIC TELEGRAPH WORKS, 


ZANNI & BRIDGER, 


1, JAMES STREET, OLD STREET, LONDON, E.C. 


Magneto-Electric Bell Pulls, entirely 
dispensing with the use of battery ; very 
useful for Private Houses for ringing from 
House to Stable ; for Ship’s Cabin; also 
made larger to ring gongs for Mines, &c. 
Used with great success withthe Telephone. 
Magneto and Electric Alphabetical 

Dial Instrument. 
Patent Morse Instrument to work 
without Battery. 
Batteries and all kinds of Electric Bells, 
Buttons, Indicating Tablets, with the latest 
Improvements. 
CONSULTING ELECTRICIAN—G. ZANNI. 
Liberal Discount to Trade. 


Bellpull for Block System, 


— | 
A 
| 
WF : 
| — 
( | Il | | 
| 
| 
, 
> 
> 
a 
h 
À di fl 
le + 
| 
a if 
st DC À 
; HIN Ail == 
It. ~ Till (ll Kil 
s, | 
3: Gong for Block System. 
be lian | SOLE PATENTEE | 
3) 
| 
| 


vil THE TELEGRAPHIC JOURNAL. 


[SEPTEMBER 15, 1879, 


DESIGN AND WORK: 


AN ILLUSTRATED JOURNAL OF INVENTIONS, 
MANUFACTURES, SCIENCE & ART. 


Office: 41, Tavistock St., Covent Garden, London, W.C. 


This Journal is devoted to the Advancement of the 
Exact Sciences, to 


CHEMISTRY in the Class and the Laboratory, 
To the Use of 


TOOLS in the WORKSHOPS of AMATEUR and 
PROFESSIONAL WORKERS; 


AND MACHINERY OF EVERY DESCRIPTION. 
The Progress of Electro-Metallurgy ; 
THE MICROSCOPE AND 1TS ACCESSORIES ; 
THE LATHE and its Uses; 


AMATEUR WATCH & CLOCK REPAIRING. 
Physical Science in General, 
With PHOTOGRAPHY, TELEPHONY, and PHONOGRAPHY, 


The Organ, Violin, Harmonium, and other 
"Musical Instruments. 


British and Foreign Inventions, Science and Art. 
Electricity and Electrical Apparatus. 


ASTRONOMY AND ASTRONOMICAL INSTRUMENTS, 
Intercommunication between Readers on all Subjects of 
Genuine Interest, &c., &c. 


Weekly, 2d.; by post, 2d. Monthly parts, od., and by 
post, 1s. Quarterly subscription, post free, 2s. od. 


ELECTRICAL & SCIENTIFIC APPARATUS. 


WHOLESALE MANUFACTURERS OF 
ELECTRIC BELLS, : 


Our New Perfected Pattern Mounted entirely on Metal. 


Improved Indicators and Automatic Telephone 
Switches. 


INDUCTION COILS of highest finish. Carbons, Wire, 
and all materials. 


SILVER AND NICKEL PLATING AND GILDING, 


Instruments made, repaired, or altered on the premises. 


Illustrated Electric Bell List free, complete Catalogue 
Two Stamps. Special quotations to the Trade. 


DALE & CRAMPTON, 


Electricians and Opticians, 


4, Little Britian, London, E.C. 


THE BIRKBECK BUILDING SOCIETY’S ANNUAL . 


RECEIPTS EXCEED FOUR MILLIONS. 


HOW TO PURCHASE A HOUSE FOR TWO 
GUINEAS PER MONTH, 


With Immediate Possession and no Rent to pay.—Apply at the 
Office of the BIRKBECK BUILDING Society, 29 & 30, Sou pton 
Buildings, cery e. 


HOW TO PURCHASE A PLOT OF LAND FOR 
FIVE SHILLINGS PER MONTH, 


With Immediate Possession, either for Building or Gardening pur- 
.—Apply at the Office of the BIRKBECK FREEHOLD Lanp 
IETY, 29 and 30, Southampton Buildings, Chancery Lane. 


HOW TO INVEST YOUR MONEY WITH 


SAFETY. 


Apply at the Office of the BIRKBECK BANK, 29 & 30, Southam 
Buil ings, Chancery Lane, Deposits received at varying = vf 
interest for stated periods, or repayable on demand. 

Current Accounts opened with Persons properly introduced, and 
Interest allowed off the minimum monthly balances. English and 
A Stocks and Shares purchased and sold, and Advances made 

ereon. 

Office hours from 10 to 43 except on Saturdays, when the Bank 
closes at 2 o’clock. On Mondays the Bank is open until 9 o'clock 
in the Evening. 


A Pamphlet, with full particulars, may be had on application, 
| FRANCIS RAVENSCROFT, Manager. 


POCKET SOUNDERS FOR LEARNING MORSE CODE 


Uf 


r 7 


' 


44, Gloucester St., Queen's Square, Bloomsbury. 


Le Numéro: 50 centimes. 


L'Electricite Revue Scientifique 


Tilustree. 


Paraissant le 5 et le 20 de chaque mois, 


BEAUX-ARTS—INDUSTRIE—MEDECINE— 
ART MILITAIRE MARINE. 


Abonnements : Paris et Déparements, 12 fr.; Etranger, : * 


a le port en sus. 
Administration et Rédaction : 16, Rue du Croissant, 
Paris, 


ENTLEMEN desirous of having “ THE TELEGRAPHIC JOURNAL” forwarded to them regularly can 
have it sent by filling up this form and returning it to the Publishers, 10, PATERNOSTER Row, Lonpon, E.C. 


Please supply ‘The Telegraphic Journal‘ for the year 18 


Order for 
Name 


Address | 


Date 


Subscription : Post Free in Britain, nine shillings and fourpence ; to countries in Postal Union, ten shillings 


and fourpence. 


P.O, Orders to be made payable to HAUGHTON & CO. at the Chief Office. 


New York: D. Van NosTRAND, 23, Murray Street, and 27, Warren Street. Paris: M. BREGUET, 39, Quai de 
l'Horloge ; Madame VEUVE J. Boyveau, Librairie Etrangère, 22, Rue de la Banque 
BERLIN : À. ASHER & Co., 5, Unter den Linden. | 
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ABD :PATERSON: 1 
MANUPACTURING 
3, BEDFORD COURT, COVENT GARDEN. 
EXPERIMENTS IN ELECTRIC LIGHTIN CARRIED OUT, 


PATERSON’S ELECTRIC LAMP & BATTERY, for experiments with the Electric Light, £5 3% 
APPARATUS FOR SCIENCE SCHOOLS AND LECTURE PURPOSES, | 


. RUHMKOEPT COILS AND VACUUM TUSES.—Purthasers of more than 2 value of these can see them fened | 
befcre purchasing. 


Telephones, ‘Telephone Calls, Telephone Wires, Blectrio Bells, Indicators, and Pushes, 


SIEMENS’ & GRAMMES’ DYNAMO-MACHINE and LAMPS on Hire. 


PROPHSSOR 8. P. THOMPSON'S LANTERN SLIDE GALVAN OMETER, 20. 
New Jliustrated Catalogue of 60 pages, post free 6 stamps, 


mac 


M. SA 


| INVENTOR OF THE “à | 
UPRIGHT MAGNETIC MACHINE 
So universally used by the Medical Profession, | 


MANUFACTURER OF 


Electrical, Galvanic, Magnetic, Chemical, Photographic 
and Pneumatic Apparatus. 


~~ Œlectric Bells and Indicators of every description. 
For Hotels, Warehouses, Manufactories, Mines, and Domestic and General Use, 


19, ASTON STREET, ‘BIRMINGHAM, 


2 

3,45 
> a5 S 3 


Engines of 4 200 Horse-Power. always ts stook or tn PRotagraphs, full Particulars and Priste on application 


3 ROBEY, &.Co., Engineers, Lincoln, Eng 


“LONDON OFFICE, 117, CANNON STREET, E.C. 


ex REFERENUES ‘GAM BE GIVEN 20 UPWARDS 07 $300 oF. 
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ELEGRAPR ENGINEERS AND CONTRACTORS, 


07, GREAT Gt GEORGE STREET, WESTMINSTER, SW. 


ontractors for “the Erection and Complete “Equipment of Lines. of 
| -felegraph, and for» the Supply of Telegraph Stores. 


BACTURERS OF IRON POLES AND TRLEGRAPH WIRE. 


ALSO OF EVERY DESORIPTION OF 
TELEGRAPH INSTRUMENTS AND APPARATUS. 


Ww. M. WARE of the Tate Firm Of Muirhead and 


HENRY COMPANY. 


(Lars ÉVANS:-& ASKIN,) 


DBALT AND NICKEL REFINERS AND GERMAN. SILVER MANUFACTURERS, 
BTE MIN ET À M: | 
Anodes supplied for Nickel Plating, of any Shape oF dimensions. 


; INDIA-RUBBER, GUTTA-PERCHA, AND TELEGRAPH 
WORKS COMPANY, LIMITED. 


Offices and ‘Warehouses: 106 & 100, CANNON ST. LONDON, EC. 
Works: Silvertown, Essex ; Persan Beaumont, France. — 


TELEGRAPH ENGINEERS AND MANUFACTURERS OF 


€ ABLES.—Submarine, Subterranean, and Aérial. 
WIBRE.—India-Rubber and Gutta- Percha covered in all gauges. 


INSTRUMENTS." Morse Inkers, Single Needle, Wheatstone’s Alphabetical, Preece’s & Walker's systera Of 
Semaphore Block" Instruments, Bells, Resistance Coils, Sit W, Thomson's and other 
| Galvanometers, Condensers, Testing Instruments, &c. 
MANUFACTURERS FOR GREAT BHITAIN, {RELAND, AND THES 
COLONIES OF THE CELEBRATED LECLANCHE BATTERY, which -has 
received the most favourable reports from Telegraph > pres and is in general use Om English 


and Continental Railways. As a Battery for all Telegraphic purposes it is undoubtedly PR 
All other kinds of Batteries also masulaccured. ells, Carbon Plates, &e, | 


The Leclenché is the dest Medical Battery, 
SULATORS. Porcelain, Brownware, &c. 
| MAKUFACTURERS OF THE MOST ÎMPROVED APFASATUS FOR RAILWAY BLOCK-SIGNA LEING. | 
HONS REPEA TERS “‘LIGHT” !MDICATORS, AND WALKER'S “ PASSENGER AN? 
‘TELEGRAPH STORES AND APPARATUS OF BEVERY DESCRIPTION, = 
| TORPEDO APPARATUS. 
INDI RUBBER, GUTTA-PERCHA, & TRLEGRAPH WORKS COMPANY VE (Limited). are 
and Manufacturers of 4 a. Complete System of Torpedoes for Harbour and Coast Defence, and of the Re a 
 sILVSRTOWN PATENT BATTERY, | 
À Constant Battery for Mining and Blasting Purposes. 
ENTERED INTO for the SUPPLY, CONSTRUCTION, snd. of. | 


